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Abstract
In recent years, the increasing demand of the efficiency and convenience of the power
system has driven the development of the microgrid technology. As renewable energy
emerges as an alternative way of generating clean energy, the major aim of microgrid
is to combine all the benefits of nonconventional/ renewable and low carbon generation
technologies to improve the overall efficiency by using combined heat and power sys-
tems(CHP). To achieve this goal, proper co-ordination and control of various Distribution
Energy Resource(DER) units like photovoltaic systems, fuel cells, micro turbines, variable
speed wind turbines, small hydro plants, biomass, geothermal, gas turbines, reciprocating
internal combustion engines, etc. are required.
With the above background in place, this work presents modeling and control of DER
based microgrid in islanded and grid connected mode, which are supposed to be demanded
by the distribution system to harness and provide clean energy from DERs to the critical
loads. Microgrid delivers surplus amount of power to the utility grid and it also takes
deficit amount of power from the utility grid to maintain the continuity of the supply
without any interruption and this is done with the higher quality of power and lesser
charge per unit of energy.
The thesis includes design of closed loop dc-dc boost converter with PI controller to
boost the dc output voltage of the DERs. PI controller is designed to get the controlled
output voltage against the variation of the loads or variation in the input side voltage of
the DC-DC converter. Most of the Renewable energy sources have an inverter as a grid
interface. The inverter can operate either as a current source or as a voltage source. In ei-
i
ther case, the basic implementation would be in the form of a voltage source inverter(VSI)
and, if necessary, appropriate control loops will be added to make it appear as a controlled
current source. The inverter would be fitted with the coupling impedance and, possibly,
further passive filter elements to attenuate the switching frequency components of voltage.
In the islanded operation, the microgrid has to maintain voltage and frequency constant
independently of the main grid because, during islanding operation the microgrid has to
supply all the loads presented in a microgrid network. For stable operation of a microgrid,
P-f and Q-V droop control and current and voltage loop control have been developed for
each microsource. As we know, in the conventional power system P-f and Q-V droops
are used to control active and reactive power respectively. The same but slightly variant
of conventional P-f and Q-V droop control strategy are adopted in microgrids to regu-
late real and reactive power respectively. In this thesis, mathematical model and control
structure of the islanded and grid connected single unit of DER, multiple units of DER
are presented. Further a microgrid, which consists of seven buses and eight lines, has been
designed for both islanding and grid connected mode. Finally, the entire microgrid has
been simulated during switching from one mode to other mode of operation. Modeling
and simulation works are carried out using MATLAB and PSCAD/EMTDC.
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Chapter 1
Introduction
1.1 Background
Since the beginning of establishment of the power system, there has been a continuous
increase in the requirement of electric power. After the advent of electronic gadgets and
devices, the nonlinearity in the system has been increasing continuously. The nonlinear
loads degrade the quality of power, hence the quality of power needs to be maintained
according to the standards. Moreover, Some problems such as more losses in transmis-
sion and distribution of power and instability of the system also need to be addressed.
These problems have led to a new trend of generating and distributing power locally at
distribution voltage level by using non-conventional/ renewable energy sources.
In the utility grid, the occurrence of power system downtime, i.e., the duration for
which the utility grid is inoperable due to undesire power quality problems such as volt-
age sags, swells, interruptions, black-outs, so on, has become a great concern. One of
the solutions for these problems is to construct a new conceptual electrical power sys-
tem, which may integrate both conventional and non conventional energy sources. Up to
now several concepts have been proposed and studied such as “FRIENDS”, “PREMIUM
POWER PARK”, “MICROGRID” and so on, but among these approaches “MICRO-
GRID” is the most exhilarating because it challenges the entire architecture that have
been established for electricity generation, transmission and distribution over the past
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100 years.
During recent years, conventional power generations, such as thermal, hydro and nu-
clear, are facing the problems of gradual depletion of fossil fuel resources, poor energy
efficiency and environmental pollution. Moreover, the need of reducing CO2 emissions in
the electricity generation, restructuring of power industries and technological development
in the micro generation has lead to the growing interest in the use of microgeneration, i.e.,
electrical power generation in small scale by using non-conventional/ renewable energy
sources like natural gas, biogas, wind power, solar photovoltaic cells, fuel cells, CHP sys-
tems, micro turbines and sterling engines and their integration into the utility distribution
network [1]-[2]. This type of power generation is termed as distributed generation (DG)
and the energy sources are termed as distributed energy resources (DERs) [3].
MICROGRID is a cluster of loads and microsources operating as a single controllable
system that provides both power and heat to its local area. As most of the DER units
do not generate AC voltages of required magnitude and frequency, Power Electronic In-
terfaces (PEIs) are required to connect these renewable energy resources to the grid [4].
Therefore, by using PEIs, we are able to operate these different kinds of distributed energy
resources (DERs) in a small scale grid, which is treated as a controlled entity within the
power system, known as microgrid. It may be said that, the microgrid is a new paradigm
of power system operation. This aspect of the microgrid clears that the microgrid is a new
architecture for the electricity grid for harvesting the advantages of DERs such as green
power, lower cost, higher reliability, reduced black-out problem, interruption of power
supply and improving efficiency by CHP system.
1.2 Distributed Energy Resources
The need for electricity is never ending. Along with the growth in demand for electrical
energy, sustainable development, environmental issues, and power quality and reliability
have become concerns. Electric utilities are becoming more and more stressed since ex-
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isting transmission and distribution systems are facing their operating constraints with
growing load. Greenhouse gas emission has resulted in a call for cleaner and renewable
power sources. Development in technology has been making the whole society more and
more electricity dependent and creating more and more critical loads. Under such cir-
cumstance, distributed generation (DG) with alternative sources has caught everybody’s
attention as a promising solution to the above problems. According to L. Philipson [5],
distributed generation defers from dispersed generation. The distributed generation en-
tails using many small generators of 2-50 MW output, situated at numerous strategic
points throughout cities and towns, so that each provides power to a small number of
consumers nearby, while dispersed generation refers to use of even smaller generating
units, of less than 500 KW output and often sized to serve individual homes or busi-
nesses. Later publications tend to combine the two categories into one, i.e., distributed
generation, to refer to power generation at customer sites to serve part or all of customer
load or as backup power or at substations to reduce peak load demand and defer sub-
station capacity reinforcements [2]. In this proposal, the combined concept is used [3],
[5].
• It is not centrally planned by the power utility, nor centrally dispatched.
• It is normally smaller than 50 MW.
• The power sources or distributed generators are usually connected to the distribu-
tion system, which is typically having a voltage level within the range from 230/415
V to 145 KV.
Distributed generation is not a new concept since traditional diesel generator as backup
power source for critical load has being used for decades. However, due to its low effi-
ciency, high cost, and noise and exhaust, diesel generator would be objectionable in many
applications; for that reason, it has never become a true distributed generation source on
today’s basis. Hence, environmental friendly renewable energy sources, (such as photo-
voltaic devices and wind electric generators), clean and efficient fossil-fuel technologies,
(such as micro gas turbines), and hydrogen electric devices - fuel cells, have provided great
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opportunities for the development in distributed generation. Gas offered micro-turbines
in the 25-100 KW range can be mass produced at low cost which use air bearing and
recuperation to achieve a reasonable efficiency of 40% for only electrical output and effi-
ciency of 90% for electrical and heat co-generation [6]. Fuel cells have the virtue of zero
emission, high efficiency and reliability, and therefore, have the potential to truly revo-
lutionize of power generation. The hydrogen can be either directly supplied or reformed
from natural gas or liquid fuels such as alcohols or gasoline. Individual units range in
size from 3-250 KW or even larger MW size [2]. The fastest growing renewable energy
source is wind power. On a world-wide basis, available wind energy exceeds the presently
installed capacity of conventional energy sources by a factor of four.
DER based microgrid could potentially offer following conspicuous benefits: shorter
lead times for construction, increased flexibility to respond to market forces, improved
reliability of electricity, improved power grid security, reduced transport losses, improved
power quality, diverse fuel availability. Owing to these benefits, today DER systems are
recognized by governments, environmental organizations and commercial organizations as
a technology with the potential to supply a significant part of the world’s energy needs
in a sustainable and renewable manner. Moreover, due to the extensive improvement
in inverter technologies, DER generation is now being preferred and deployed worldwide
for augmentation of local generation at distribution voltage level. Though DER can be
effectively used in a microgrid, yet they go through the disadvantages of high installation
cost and low energy efficiency [6].
1.3 Concept of Microgrid
Today our conventional distribution network is unidirectional/ passive in nature, but it
becomes bidirectional/ active with the integration of DG. Microgrid is essentially an active
distribution network because it is the conglomeration of DG systems and different loads
at distribution voltage level. The generators or microsources employed in a microgrid
are usually renewable/ nonconventional DERs integrated together to generate power at
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distribution voltage. The key differences between a microgrid and a conventional power
plant are as follows [3].
• Microsources are of much smaller capacity with respect to the large generators in
conventional power plants.
• Power generated at distribution voltage can be directly fed to the utility distribution
network.
• Microsources are normally installed close to the customers’ premises so that the
electrical/ heat loads can be efficiently supplied with satisfactory voltage and fre-
quency profile, and with negligible line losses.
From operational point of view, the micro sources must be equipped with power elec-
tronic interfaces (PEIs) and controls to provide the required flexibility to ensure operation
as a single aggregated system and to maintain the specified power quality and energy out-
put. In all, microgrids do offer the following benefits [4]:
• reduce the cost of energy and manage price volatility;
• improve customer and system reliability;
• increase the power systems’ security;
• promote the deployment and integration of green technologies;
• make more efficient the power delivery system;
• provide different levels and quality of service to customer;
• monitor and control more effectively.
1.4 Microgrid Structure
The typical microgrid structure is shown in Fig.1.1. There are three radial feeders (A,
B and C) in the Fig.1 to supply the electrical and heat loads. It is also having two
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CHP microsources, two non-CHP microsources as well as storage devices. Microsources
and storage devices are connected to feeders A and C through microsource controllers
(MCs). Some loads on feeders A and C are assumed to be priority loads (i.e. requiring
uninterrupted power supply), while others are non-priority loads. Feeder B, however,
contains only non-priority electrical loads. The microgrid is connected to the main utility
grid (denoted as ’main grid’) through the PCC (point of common coupling) circuit breaker
CB4 as per standard interface regulations.
 
Figure 1.1: Typical grid structure [3]
CB4 is operated to connect and disconnect the entire microgrid from the main grid as
per the selected mode of operation. Feeders A, B and C can however be connected and
disconnected by operating breakers CB1, CB2 and CB3, respectively. The microsources
on feeders A and C are placed quite apart from the microgrid bus to ensure reduction
in line losses, good voltage profile and optimal use of waste heat. Although the control
of power flow and voltage profile along radial feeders is quite complicated when several
microsources are connected to a common radial feeder and not to a common generator
bus, this configuration is necessary to avail the plug-and-play feature of the microsources.
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The microgrid is operated in two modes:
1. Grid-connected mode
2. Stand alone mode
In grid-connected mode, the microgrid remains connected to the main grid either
totally or partially, and imports or exports power from or to the main grid. In case of any
disturbance in the main grid, the microgrid switches over to stand-alone mode while still
feeding power to the priority loads. This can be achieved by either (i) disconnecting the
entire microgrid by opening CB4 or (ii) disconnecting feeders A and C by opening CB1
and CB3. For option (i), the microgrid will operate as an autonomous system with all the
microsources feeding all the loads in feeders A, B and C, whereas for option (ii), feeders
A and C will supply only the priority loads while feeder B will be left to ride through the
disturbance.
1.5 Challenges and Disadvantages of Microgrid De-
velopment
Microgrids face following challenges and drawbacks [7]-[8]:
1. high costs of distributed energy resources;
2. technical difficulties;
3. administrative and legal barriers;
4. absence of standards;
5. voltage, frequency and power quality are three main parameters that must be con-
sidered and controlled to an acceptable limits;
6. control and co-ordination of microsources;
7. microgrid protection;
8. re-synchronization with utility grid is difficult.
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1.6 Objectives
Based on the need for knowledge of the microgrid system, the present work has the
following objectives:
• to understand the complete model of microgrid, a detailed study has to be carried
out on microgrid structure, its modeling and control.
• to describes the importance of dc-dc boost converter and design of closed loop DC-
DC boost converter.
• to develop the mathematical model of microgrid in grid connected and islanded
modes and design controller for stable operation of microgrid in both the modes.
• to design droop controller along with voltage and current controller for islanded
mode of single DER unit, multi DER units and the entire microgrid.
• to design controller for real and reactive power flow in consort with VSC current
controller for grid connected mode of single DER unit, multi DER units and the
entire microgrid.
• to study the control of entire microgrid during both islanded as well as grid connected
mode.
• to describe the problems faced while synchronizing of microgrid with the utility grid.
• to evaluate the performance of microgrid under different conditions using time do-
main simulations.
1.7 Organization of the Thesis
The thesis is organized as follows
Chapter 2, describes the procedure of designing closed loop DC-DC Boost converter
with PI controller and passive filter components for islanded and grid connected inverter.
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In Chapter 3, discusses the mathematical modeling and analysis of microgrid for design-
ing of grid connected and islanded mode controller with feed forward and ratio control
techniques in conjunction with feedback loop control. This chapter also discusses the
importance of PLL block and needs of ABC to dq0 transformation.
In Chapter 4, the mathematical modeling and decoupled control of single DER unit
/ multi DER units and entire microgrid in both grid connected and islanded modes are
discussed. This chapter also focuses on the operation of microgrid during switching from
one mode to other mode of operation.
In Chapter 5, the detail study and simulation results of dc-dc boost converter, single
DER unit, multi DER units and entire microgrid operating in islanded and grid connected
modes are presented.
In Chapter 6, conclusions are drawn and future scope of the work is discussed.
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Chapter 2
Modeling and Design of Closed Loop
DC-DC Boost Converter with PI
Controller, PWM Techniques and
Passive Filter
In this project inverter has been designed such that it generates 230 Vrms phase voltage
at modulation index of 0.8 as it would be difficult to track crossing point between modu-
lating waveform and carrier waveform by DSP if modulation index of above 0.9. Taking
this into consideration, the input voltage of inverter is maintained at 814 Vdc. As Most
of the DERs do not generate DC voltage at this level, we need to boost up it up to the
required voltage level. Also we have to maintain this DC voltage at constant level against
any variation in source voltage and load. This task can be fulfilled by designing a closed
loop DC-DC converter with PI controller.
In this Chapter, initially the modeling of closed loop DC-DC converter has been car-
ried out for designing of PI controller. Then, three phase current controlled VSI and
modulation technique to generate switching pulses have been explained. At the end of
this chapter design of passive LC filter has been explained satisfactory.
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2.1 DC-DC Boost Converter
The circuit of the PWM boost dc-dc converter is shown in Fig.2.1. Its output voltage V0
is always higher than the input voltage V1 for steady-state operation of the converter. It
‘boosts’ the dc input voltage to the desired output voltage by varying the duty ratio (D)
of the switch appropriately. The converter consists of an inductor L, a power MOSFET,
a diode D, a filter capacitor C, and a load resistor RL. The switch S gets turned on and
off at the switching frequency fs= 1/T with the ON duty ratio D= ton/T , where ton is
the time interval when the switch S is ON. The boost converter can operate in either
continuous or discontinuous conduction mode [9]-[11]. It depends on the waveform of the
inductor current. The Matlab simulation circuit of a DC-DC converter without controller
is shown in Fig.2.2.
 
Figure 2.1: PWM boost converter basic circuit [9]
 
Figure 2.2: Matlab/Simulink circuit of a PWM boost converter without control
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2.1.1 DC-DC boost converter design
Design specification:
Here, DC-DC boost converter has been designed for solar pv systems. The design speci-
fications given at the Standard Test Condition are the following:
1. Output voltage of dc-dc converter = 814 V
2. Output voltage ripple = 0.25 V
3. Ripple current = 0.1 A
4. Switching frequency = 10 KHz
The inductor and capacitor values in the converter are decided according to the current
and voltage ripple respectively. The value of the load resistance is determined according
to the desired output voltage and the maximum power supplied by the solar panel at
Standard Test Condition. For the given specifications, the calculation of the inductance
and capacitance and load resistance is shown in the following few lines.
Under Standard Test Condition, maximum power supplied by the solar panel array is
120 KW and it occurs at the array output voltage of 194 V (i.e.Pmax= 120 KW).
Pmax= 120 KW
V1= 194 V
V0= 814 V
Pmax=
V 20
RL
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⇒ RL= 5.52 Ω
Now, the duty ratio for the boost converter is given by [9],
D = 1− V1
V0
= 0.76
However, by using Boost converter basic equations [9] (2.1) and (2.2), we get the in-
ductor and capacitor values for boost converter,
∆iL =
V0
4fsL
Therefore,
L =
V0
4fs∆iL
(2.1)
∆V =
V0D
RCfs
So we get,
C =
V0D
RCfs
(2.2)
From equations (2.1) and (2.2) we get,
L= 0.14 H
C= 0.0448 F
The designed closed loop dc-dc boost converter is shown in Fig.2.3 and the Matlab sim-
ulation circuit of a closed loop boost converter with PI controller is shown in Fig.2.4
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Figure 2.3: Feedback loop control of DC-DC converter
 
Figure 2.4: Matlab/Simulink circuit of a PWM boost converter with control
2.1.2 Boost converter transfer function
The boost converter has two cycles of operation in one switching period.
1. Charging cycle
2. Discharging cycle
1) Charging cycle :
When switch S is ON,
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 Figure 2.5: Converter circuit during charging cycle [9]
Applying KVL to the circuit, we have,
VL = V1 = L
diL
dt
⇒
diL
dt
=
V1
L
(2.3)
The capacitor current is given by,
dV0
dt
= − 1
C
(
V0
RL
), 0 < t < ton, S1 : ON (2.4)
2) Discharging cycle :
When switch S is OFF,
 
Figure 2.6: Converter circuit during discharging cycle [9]
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Applying KVL to the circuit, we have,
V1 − V0 = LdiL
dt
, Ton < t < T, S1 : OFF
⇒
diL
dt
=
1
L
(V1 − V0) (2.5)
The capacitor current is given by,
dV0
dt
=
1
C
(iL − V0
RL
) (2.6)
Averaging the derivatives over a switching period (Ts), we have,
diL
dt
=
V1 − V0(1−D)
L
(2.7)
dV0
dt
=
iL(1−D)
C
− V0
RLC
(2.8)
Considering the small perturbation, using equation (2.7) and (2.8) and ignoring ∆V0∆D
we have,
d4iL
dt
=
4V1 + V04D −4V0 +4V0D
L
(2.9)
The corresponding form for equation (2.8) is:
d4V0
dt
=
4iL −D4iL −4iL
C
− 4V0
RC
(2.10)
⇒
d24V0
dt2
=
1
C
[
d4iL
dt
−Dd4iL
dt
−4Dd4iL
dt
]− 1
RC
d4V0
dt
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Further simplification is done by using equation
⇒
d24V0
dt2
=
1
C
[−V14D
L
+
2V04D
L
− 4DD2V0
L
+
D4V0
L
− D
24V0
L
− 4V0
L
+
D4V0
L
+
4V1
L
− D4V1
L
]− 1
RC
d4V0
dt
(2.11)
Taking laplace transform of the equation (2.11) we have,
⇒
V0(s) =
V1(s)[
1
LC
− D
LC
]
s2 + S
RC
− [− 1
LC
+ 2D
LC
− D2
LC
]
+
D(s)[2V0
LC
− 2V0D
LC
− V1
LC
]
s2 + s
RC
− [− 1
LC
+ 2D
LC
− D2
LC
]
(2.12)
Equation (2.12) represents the dependence of output voltage of the dc-dc boost converter
on the input voltage of the converter and the duty ratio of the control signal fed into the
switching device.
2.1.3 System transfer function
The system here consists of the solar panel array and the dc-dc boost converter. The
solar panel can be modeled in two ways [12]:
1. A constant voltage source: The solar panel array is considered as a constant voltage
source when we attempt to control the output voltage of the converter by varying
the duty ratio of the control signal. In this case, the input voltage of the converter
is considered to be varying very slowly and hence assumed a constant source. Here,
the variation of the output voltage with the duty ratio of the control signal is studied
to develop a suitable controller for this system.
2. A current source with a capacitor in parallel: The solar panel array is considered as
a current source with a parallel capacitor when we are trying to control the input
voltage of the converter (i.e. the output voltage of the solar panel).
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The solar panel is considered as a constant voltage source (or the output voltage of the
solar panel changes so slowly that it can be considered as a dc- source) then V1(s) = 0
[since ∆V0= 0]. Then equation (2.12) becomes,
V0(s) =
D(s)[2V0
LC
− 2V0D
LC
− V1
LC
]
s2 + s
RC
− [− 1
LC
+ 2D
LC
− D2
LC
]
(2.13)
The equation (2.13) represents the transfer function of the system when the controller (to
be designed in later section) attempts to control the dc-dc boost converter output voltage.
Substituting the values of L, C and RL, we get the following transfer function,
Gs =
V0(s)
D(s)
=
31364.79
(s+ 2.02)(s+ 2.02)
(2.14)
Here, we get the transfer function of the boost converter. The output of the transfer
function gives us duty ratio which generates the switching pulses to get controlled output
voltage (i.e. 814 V).
2.1.4 Design of PI controller
The PI controller consists of a constant added to an integrator with a gain stage.
The basic PI controller transfer function appears like
GR = KR
(s+ 1/Ti)
s
Where,
KR= Gain of the controller
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Ti= Integration time constant
The PI controller parameters (KR, Ti) depend upon the system we consider for the de-
sign. The Fig.2.4 represents the closed loop system along with the PI controller when the
output of the dc-dc boost converter is traced by the controller.
The open loop transfer function is given by,
Gs·GR = 31364.79
(s+ 2.02)(s+ 2.02)
KR(s+ 1/Ti)
s
(2.15)
According to Pole-Zero cancelation [11] we remove RHS pole, 1/Ti= 2.02 Then, the char-
acteristic equation is given by the closed loop system is,
s2 + 2.02s+KR(31364.79) = 0
So we have, 2δωn= 2.02
⇒ ωn = 1.45 [δ = 0.7]
And for KR,
ω2n = (31364.79)KR
⇒
KR = 6.7× 10−5
PI controller equation is become,
GR =
6.7× 10−5(s+ 2.02)
s
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In this thesis work we have assumed that the DC input voltage of an inverter is constant
irrespective of variation in source voltage and load, so closed loop DC-DC boost converter
with PI controller fulfill this assumptions.
The above system, consisting of a constant voltage source, dc-dc boost converter and
a PI controller (as designed), is implemented in Matlab Simulink and the results are dis-
cussed in Chapter 5.
2.2 Voltage Source Inverter Operation and SPWM
An important function of the Voltage Source Inverter (VSI) for distributed generation
application is to control the balance between ac and dc power. Single phase VSIs cover
low-range power applications and three phase VSIs cover the medium- to high-power
applications. The main purpose of these topologies is to provide a three-phase voltage
source, where the amplitude, phase and frequency of the output voltages should always be
controllable. A three phase, three leg voltage source inverter with input DC source and
three phase AC output LC filters is shown in Fig.2.7. Using a VSI, the DC is converted
to AC of required voltage and frequency [10],[13]. A three phase, three legs voltage source
inverter with input DC source and three phase AC output LC filters is shown in Fig.2.7
and the eight valid switch states are given in Table 2.1.
Table 2.1: Inverter Pole Voltages with respect to Switch Positions where i= a, b, c
Si S
′
i Vin
0 1 −Vdc/2
1 0 +Vdc/2
The switches of any leg of the inverter cannot be switched on simultaneously because this
would result in a short circuit across the dc link voltage supply. In order to generate a
given voltage waveform, the inverter moves from one state to another. Thus the resulting
ac output line voltages consist of discrete values of voltages that are −Vi/2, 0, Vi/2 for the
topology shown in Table 2.1. The selection of the states in order to generate the given
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waveform is done by the modulating technique that should ensure the use of only the
valid states. The LC filter eliminates harmonics and provides a near sinusoidal output
voltage. In Fig.2.7 Vdc/2 is input dc source voltage and La, Lb, Lc and Ca, Cb, Cc are
filter inductances and capacitances, respectively. The impedance ZLoad represents the
load impedance. Voltages Vla, Vlb, Vlc are load voltages and iLabc, ioabc are three phase
filter inductor currents and load (output) currents respectively. Switches Sa, Sb, Sc are
top switches and switches S
′
a, S
′
b, S
′
c are bottom switches.
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S
b
S
c
S
b
S
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bL
cL
aC bC cC
dcv
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Figure 2.7: Schematic diagram of a VSI
In practice, these switches are implemented using IGBTs or MOSFETs. The gate
signals to these switches are obtained using Sinusoidal Pulse Width Modulation (SPWM)
technique. The SPWM technique is explained in the next section.
2.2.1 Pulse width modulation technique
Pulse width modulation control is the most widely used method of controlling the mod-
ulation depth of inverters, some popular PWM techniques are Sine-PWM (SPWM), Sine
+ 3rd harmonic PWM and space vector PWM (SV-PWM). Among these here we have
discussed SPWM technique and in this technique three reference sinusoidal signals which
are phase shifted by 120◦ from each other are compared with a high frequency carrier
signal. The sine-triangle pulse width modulation technique is shown in Fig.2.8. When
the reference voltage signal is compared with the carrier signal (triangular wave is used
generally) as shown in Fig.2.9 then if reference signal is greater than carrier signal Sa
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is switched on (Sa= 1), otherwise S
′
a is on (S
′
a= 1). Similarly the gate signals for the
switches in the remaining two legs are generated by comparing reference voltage signals
with carrier signal. The switches are triggered in a complementary fashion, i.e. no two
switches in a particular leg are switched at a time [9],[10]. Based on this logic pulse width
modulator is designed in the thesis as shown in below figure. The amplitude, phase and
frequency of the reference signals are set to control the output voltages of 3-phase VSI.
Fig.2.8 shows the generation of PWM waveform by using SPWM technique.
 
Figure 2.8: Sine-triangular pulse width modulator
If (Sa = 0 or 1) then (S
′
a = 1 or 0)
The peak value of per phase fundamental voltage obtained using SPWM technique is
given by,
Vo = maVdc/2 (2.16)
where, ma is amplitude modulation index, which is the ratio of peak value of reference
signal to peak value of carrier signal. Let Vs be the peak value of reference sinusoidal
signal and Vc be the peak value of carrier signal. Mathematically, amplitude modulation
index is given as,
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 Figure 2.9: Sinusoidal pulse width modulation
ma =
Vs
Vc
(2.17)
The harmonics in voltage generated will be centered on frequency modulation index (mf )
and its multiples. Let fs be the frequency of reference sinusoidal signal and fc be the
frequency of carrier signal. Mathematically, frequency modulation index is given as,
mf =
fc
fs
(2.18)
To help in the iterative process of controller design and optimization, average models of
the system replace the switching models. Average models tend to have simulation times
that are orders of magnitude smaller than those of the switching models. To further help
in the design of the control system, the models are derived in both stationary (ABC) and
rotating (dqo) coordinate frames. The modeling of VSI in ABC frame is presented in the
next Chapter.
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2.3 Design of L-C Filter for Grid-Connected and Is-
landed Mode Power Converters
Most renewable sources of energy like wind, solar, fuel cell, and so on, are interfaced to
the existing power supply by a power converter because they are not going to generate
voltage and frequency of desired magnitude. But use of power converters will also intro-
duce undesirable harmonics that can affect nearby loads at the point of common coupling
to the grid. And as per standard the injected current into the grid should not have a THD
larger than 5%. Hence all such converters have a filter to eliminate these harmonics and
to improve power quality. So power filter uses to meet imposed utility distortion limits,
to improve power quality and also to avoid parallel resonance. Passive harmonic filters
are often used to meet reduce voltage harmonics and current distortion in distributed
generation systems.
The present work is on design of such filters for high power (10’s to 100’s of KW) pulse
width modulated voltage source inverter for grid-connected as well as islanded converter
applications. In a grid connected mode, the harmonic current injected into the grid is
the main issue while in an islanded mode the DG unit is the source of power and volt-
age harmonics which are the main concern. According to IEEE 519 standard harmonic
orders greater than 35 must not exceed 0.3% of rated current. The conventional method
to interface these converters is through a simple first order low-pass filter, which is bulky,
inefficient and cannot meet regulatory requirements [14]. So it is better to use 2nd order
low pass LC filter instead of 1storder L filter.
When dealing with filter circuits, it is always important to note that the response of
the filter depends on the filter component values and independent of the load. There are
certain simplifying assumptions that are made to analyze the frequency characteristics of
the grid connected as well as islanded low pass filter. The assumptions are made to keep
the initial design simple.
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• All filter elements are considered ideal, i.e. no winding resistance, inter-turn/inter
winding capacitance in case of inductor, and no equivalent series resistance, parasitic
inductance in case of capacitor.
• Grid is considered as an ideal voltage source, i.e. zero impedance, and supplying
constant voltage/current at fundamental (50Hz) frequency. This is a valid assump-
tion since any impedance at the grid can be lumped with the output impedance of
the filter.
• The filter design procedure is appropriate for grid connected PWM voltage-source
inverters. Current source inverters are not considered.
• The design procedure assumes only grid connected mode of operation. Stand alone
converter applications are only briefly discussed.
2.3.1 Design procedure for filter design
A single leg of a three-phase inverter can be represented as shown in Fig.2.10. The
inverter voltage and current are represented as Vi, ii and the grid voltage and current are
represented as Vg and ig.
 
Figure 2.10: Equivalent circuit of one leg of grid connected 3-phase VSI
We can define the dc bus voltage Vdc in terms of pole voltage Vi. The pole voltage
can be defined based on the base voltage Vg= Vbase. The assumptions are that the grid
voltage can have a maximum variation of 10%, and the pole voltage will be reduced by
5% because of dead band switching requirement. We are also taking into account the
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voltage drop due to a series filter, which usually will not exceed 10% of the inverter pole
voltage.
Considering the Single lag of the three phase inverter,
Vdc
2
= Vi = Vbase ×
√
2× 1.1× 1.05× 1.1 (2.19)
For the three phase topology shown in Fig.2.10 the pole voltage Vi depends on the mod-
ulation method. In case of sine-triangle modulation, the peak pole voltage amplitude (in
case of linear modulation) is
Vi =
maVdc
2
(2.20)
Where ma is modulation index. So the maximum Dc bus voltage will be when ma = 1.
Voltage and Current ripple:
 
Figure 2.11: Waveforms of voltage and current across filter inductor
From the Fig.2.11 if ∆ip−p is the peak to peak ripple current in the inductor, then
∆irms =
4ip−p
2
√
3
(2.21)
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The grid voltage is assumed vary from -20% to +10%, i.e.
0.8Vg ≤ Vg ≤ 1.1Vg
The inverter pole voltage is a combination of fundamental voltage and harmonic voltages
at various higher frequencies. By assuming this the most dominant harmonic voltage is
at switching frequency, we can write the rms value of the inverter pole voltage as,
V 2i(rms) = V
2
i(50) + V
2
i(fsw) (2.22)
Where Vi(50) is the rms value of the fundamental voltage at 50 Hz and Vi(fsw) is the rms
value of the switching frequency harmonic voltage. From Fig.2.11, it is clear that the
total rms value of the inverter pole voltage is Vi(rms)=
Vdc
2
(waveform is square). The rms
value of the fundamental depends on the modulation index.
In grid connected mode the design of an L filter is based on the current ripple at switching
frequency that is present in the PWM output.
If we consider one single switching cycle of the inverter, from Fig.2.13
During Ton,
V 2i(50) = [
1√
2
Vdc
2
ma]
2 (2.23)
L
∆ip−p
Ton
=
Vdc
2
− Vg (2.24)
During Toff ,
L
∆ip−p
Toff
= −Vdc
2
− Vg (2.25)
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 Figure 2.12: Filter behavior during grid connected and islanded mode
 
Figure 2.13: Switching circuits of single leg of the three phase inverter
Where, vg= Vm sinωt and Ton + Toff= Tsw ,
Since the modulation method is sine-triangle modulation, the duty ratio D is [9],
D = 0.5 +
Vm sinωt
Vdc
= 0.5 +
Vg
Vdc
(2.26)
So from equations (2.24) and (2.25) we get,
Ton = L
∆ip−p
Vdc(1−D) (2.27)
Toff = L
∆ip−p
VdcD
(2.28)
Adding the above two equations, we get
Lactual =
VdcD(1−D)
fsw × 2
√
3×∆irms
(2.29)
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Here, D is the duty cycle of the switch such that the average voltage at fundamental
frequency is sinusoidal.
In stand-alone or islanded mode design procedure of L filter would be same but de-
signing of 2nd order LC filter would be much more complicated since the placement of the
resonant frequency becomes an important factor which affects the closed loop response.
The allowable current ripple is once again the criteria for designing L. The capacitor C is
constrained by two factors.
• The resonant frequency of the filter elements
• The bandwidth of the closed loop system
The capacitance of the LC filter is decided by the resonant frequency. The design
decision on selecting the resonant frequency depends on the bandwidth of the closed loop
system. Selection of capacitor based on Resonance frequency,
fres =
1
2Π
√
LactualCactual
(2.30)
Therefore,
cactual =
1
(2Π)2f 2resLactual
(2.31)
The transfer function of grid current ig to inverter voltage Vi is same for L and LC filters
when parasitic grid impedances are neglected (Fig.2.10). Therefore, the size of inductor
does not change from L to LC filter [14]. Consider an LC filter connected between an
inverter and external load. Then the transimpedance transfer function for islanded mode
will be,
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ig
Vi
=
1
s2LCR + sL+R
(2.32)
Now, for grid connected mode the DER is connected with a grid having assumption
that the grid has constant voltage, constant frequency and zero impedance. As utility
grid has zero impedance capacitor does not has any effect on output response. So, the
transimpedance transfer function for grid connected mode will be
ig
Vi
=
1
sL
(2.33)
Additionally, a grid connected LC filter can behave as an LCL filter because of the par-
asitic impedances of the grid. But this arrangement is not reliable since the parasitic
impedance of the grid is not under the control of the converter designer. Designed L-C
filter parameters and graphs are discussed in Chapter 5.
2.4 Summary
In this chapter, we looked at the basic theory of the boost converter which can help
us to analyze the transfer function the converter. Derivation of the closed loop transfer
function is explained step-wise. Further, the basic introduction of the VSI operation and
pulse width modulation technique are explained. Finally, the filter design of VSI for grid
connected as well as stand-alone (islanded) application has been discussed.
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Chapter 3
Overview of Control Strategies for
Islanded and Grid-Connected Mode
of Operation of Microgrid and
Importance of PLL Block
From Chapter 2, where SPWM is discussed, it is known that by setting magnitude, phase
and frequency of reference signal, the output voltage magnitude and frequency can be
controlled. The task of setting the proper value of magnitude, phase and frequency ac-
cording to the system requirement is done by a controller. So, the prime challenge in
microgrid is to design suitable controller for proper co-ordination and control of DERs
and harvesting maximum energy from DERs. This leads to grid stability, synchronization
with utility grid, proper load sharing among DERs, real-reactive power transfer between
microgrid and utility grid, maintaining voltage and frequency within allowable range at
each bus etc. In other words controller is the heart of the microgrid.
In this chapter first the basics and needs of controller have been explained along with
the control tasks. Then needs of ABC to dq0 transformation has been discussed in detail.
Later, VSI switched and averaged model have been developed to explain the control task
of two level VSC in microgrid. Finally, at the end of this chapter PLL block and formation
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of real and reactive powers in dq domain have been covered briefly.
3.1 Review of Controller Basics and Its Important in
Microgrid
Necessity:
By designing proper controller, any quantity of interest of a system is maintained within
specified limits or altered in accordance with a desired manner.
Basics of controller:
There are several types of controllers like P, PI, PID, Intelligent controller, Smart con-
troller, Robust controller, Adaptive controller, Stochastic controller, Genetic controller,
Optimal controller, Fuzzy controller and so on [15]. Design and type of the controller
depends on - type of control action, type of system, type of response, time of response,
limits of steady state error, type of disturbance and so on. Though, there are several
methods for controller design, in this thesis, feedback control, feed forward control, cross
coupling control and ratio control have been discussed.
Control action starts immediately for a change in set point of a controller. For a change
in load disturbance there is a delay introduced by feedback loop, due to VSI and LC
filter. If the load disturbances are sensed and the sensed signal is given to the controller,
the control action start after a delay in time and not instantaneously, due to the reason
mentioned above. However, change in set point of controller will result in instantaneous
control action because it will not suffer from delay introduced by feedback loop. Therefore
it is clear that as feedback structure alone is not much sufficient to neutralize the effect
of disturbances feed forward control needs to be included in conjunction with feedback
control. For frequent change in load disturbance, feedback regulation is an ineffective
process for taking control action. This is the disadvantage of feedback control structure.
Therefore to compensate it we may incorporate feed forward control with feedback control
such that the combined effect would improve the dynamic response of the system.
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Feedback and feed forward control :
The basic block diagrams of feedback and feed forward control for microgrid system are
shown in Fig.3.1 and Fig.3.2 respectively.
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Figure 3.1: Basic block diagram of feedback loop control
 
Feed Forward 
Control Process  
Input(r)  
Control i/p (u)  
Output(y)  
Disturbance (d)  
Figure 3.2: Block diagram of feed forward loop control
Feed forward control measures the load disturbance and takes predictive action even
before it affects the output. Therefore, the control input to PEI (u) will change according
to the change in the disturbance (Fig.3.1). For taking accurate action we have to know the
correct model of process/ plant because in feed forward the feedback path is not available
to check the output. Thus, the disadvantage of feed forward control is that the control
is heavily dependent on model accuracy, while in feedback control it is not required to
known accurately the process model because output is corrected through feedback action.
So, by using both feedback and feed forward control simultaneously, we are utilizing the
best of both controls. Feed forward control is used to mitigate the impacts of,
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• load dynamics on system stability and performance and,
• inherent inter couplings and nonlinearities of the control system.
Stability characteristics depend only on the feedback loop control because feed forward
control is an open loop system. Therefore, no stability issues concern with the feed forward
control. Here control energy is mostly supplied from the feed forward system compare to
the feedback system, while error in feed forward control is corrected by feedback control.
In the feed forward control we need to know the parameters of the system where as in
the feedback control we do not need to know the parameters and hence the feed forward
control is not much popular.
3.2 Needs of ABC to dq0 Transformation for Con-
troller Design
Because of microgrid is a complex structure, in which several subsystems like energy
sources, power electronics converters, filters, loads, energy storage systems are interacted
with each others. Modeling and analysis of the whole system assist to get insight view of
a microgrid, which can be used to control it properly. There are several domains, such as
ABC domain, dq0 domain, arbitrary reference frame domain, α−β ref frame domain and
so on, present for doing modeling of a system. It is too difficult to extract some infor-
mation from one domain, so to get this hidden information, transformation from present
domain to another domain is required. Generally a system which needs to be controlled
is in dynamic nature and dynamic system is characterized by differential equations, so
differential equations play an important roles in a controller designing task. In this work,
first all differential equations have been wrote in abc domain then transformed them from
abc domain to dq domain for the ease of calculation and reducing complexity of the con-
troller design.
The Park transformation as per equation (3.1) is used to transform from ABC domain to
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dq domain [16],
fdq0 = Ksfabc (3.1)
where,
fdq0 =
[
fd fq f0
]T
, fabc =

fa
fb
fc

T

and the Park transformation matrix Ks is given by,
Ks = (2/3)

sin(ωt) sin(ωt− 2Π/3) sin(ωt+ 2Π/3)
cos(ωt) cos(ωt− 2Π/3) cos(ωt+ 2Π/3)
1/2 1/2 1/2

 (3.2)
Where, ω= rotational speed (rad/s) of the rotating frame.
The following are the reasons of transforming from ABC to dq domain:
1. For getting zero steady state error loop gain magnitude should be infinitive at the
frequency of command signal while in the dq frame control, zero steady state error
is readily achieved by including integral terms in the compensators since the control
variables are DC quantities.
2. The sinusoidal command tracking should be achieved if controller is designed in such
a way that the BW of the closed loop system adequately larger than the frequency of
the command signal. Alternatively the compensators can include complex conjugate
pairs of poles at the AC system frequency and other frequencies of interest to increase
the loop gain.
3. In ABC domain Lag Compensator is needed to include large magnitude at low
frequency.
4. Relatively higher order compensator is required for AC compare to DC for the same
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system and in same conditions.
5. The only one disadvantage of dq frame control is that it requires a synchronization
mechanism that is usually achieved through the PLL. The PLL block we will explain
later in this chapter.
3.3 Control Task in a Microgrid
As microgrid is an active distribution network, flexible and intelligent control system need
to be incorporated, in order to harness clean energy from renewable energy sources. One
important part of a distribution system is to design a control task for DPGS (Distributed
Power Generation Systems-known as a Microgrid) as it is in autonomous mode or in grid
connected mode. The general structure for DPGS is shown in Fig.3.3.
The control task can be divided into two major parts:
1. Source (Input) side controller design
• The main function of these controllers is to take control action such that max-
imum power has been extracted from the microsources and their sub function
is to provide protection of the input side of the converter.
2. Grid (Load) side controller design
• This design aspect depends on number of tasks that the designed controller
needs to be performed. The main tasks are:
– control of voltage and frequency within specified limit in an autonomous
mode;
– control of P and Q in grid connected mode;
– control of DC link voltage;
– control of quality of the injected power;
– control of synchronization from islanded to grid connected mode and vice
versa.
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Figure 3.3: General structure of DPGS
3.3.1 Types of controller for microgrid
In a microgrid there is separate local controller for each microsource known as Micro
Controller (MC) and there is one master controller which controls all the MCs known as
Central Controller (CC) [3].
Micro Controller (MC):
It uses local information to control the microsource during all events. Because of MC each
inverter is able to respond to load changes in a predetermined manner without commu-
nication of data from other sources, which enables plug and play capabilities. Plug and
play implies that a microsource can be added to the microgrid without changes to the
control and protection of units that are already part of the system. It facilitates placing
generator near the heat loads thereby allowing more effective use of waste heat without
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complex heat distribution. It controls the operations based on measurement of voltages
and currents. The primary inputs to this controller are steady state set points for output
power and local bus voltage.
The local microcontroller helps in harvesting many desirable features from DERs such
as, expendability, modularity, maintainability, redundancy and reliability.
Central Controller (CC) :
It uses global information to control all MCs such that whole microgrid operates as a
controllable entity. It gives reference commands (V*, P*, Q*, Droop coefficients m, n,
etc.) to all MCs so that all the DERs in grid can be operated optimally and efficiently.
CC also provides supervisory control on all MCs by sending and receiving the information
from MCs.
3.4 Points to be Pondered upon for Designing of Con-
troller in Islanded or Grid Connected Mode of
Microgrid
In an autonomous mode the microsources are controlled to supply all the power needed by
the local loads while maintaining the voltage and frequency within the acceptable limits.
The terminal voltage and frequency of microsources, which are going to be connected in
parallel or with the same bus, are maintained at constant level in spite of change in load
condition, nonlinear loads, unbalanced loads, faults, etc. If it would not be maintained
within permissible limits there will be a chance of flowing loop current (circulating cur-
rent), which may exceed the ratings of microsources and it would damage the PEIs.
In a grid connected mode the microsources act as constant power sources which are
controlled to inject the demanded power into the grid. Hence, to develop these control
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tasks we need to control the PEIs through controller actions. The general layout of
microgrid structure is shown in below Fig.3.4 for autonomous mode and for grid connected
mode.
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Figure 3.4: General layout of microgrid structure for islanded and grid connected mode
respectively
The modeling of the whole system is required to design controller for both modes.
Modeling represents physical behavior of the system by mathematical means, i.e. analysis
of the circuit by mathematical means. Analysis can be done in time domain, frequency
domain or in pole-zero domain. The systematic design of a controller for the entire
microgrid can be carried out based on the system dynamic model. Analysis helps to get
an insight view of the entire system. The effect of the control variables on the output
variables can be studied using modeling and analysis of the system.
3.4.1 VSI modeling
For designing control strategies of Full Bridge Inverter, the characteristics of the converter
as observed from its terminals need to be identified and to obtain these characteristics
modeling of VSC ought to be done. The modeling of VSC can be done by using switched
model of VSC or averaged model of VSC [17]-[20]. VSI Modeling is needed for deriving
the relationship between the control variables and the output variables. With the help of
this, output voltage and frequency are able to be controlled as per requirements.
1)Switched model of VSC
As shown in Fig.3.5, if only one leg of a 3-phase VSI is considered, then it is like a
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half bridge inverter and once the control strategies for a half bridge converter have been
developed, it is similar for 3- φ full bridge converter and easy to implement it.
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Figure 3.5: Switch model of VSI
The switched model accurately describes the steady-state and dynamic behavior of the
converter. The instantaneous values of the current and voltage variables can be computed
by means of the switched model. When Sa= 1, the upper switch is closed and the lower
one is open, therefore, Vt= Vp= VDC/2, ip= i and in= 0. Alternatively, when S
′
a= 1, the
lower switch is closed but the upper one is open, consequently, Vt= Vn= −VDC/2, ip= 0
and in= i. This holds for both i > 0 and i < 0, as illustrated in Fig.3.5.
Here,
Sa(t) + Sa′(t) ≡ 1 (3.3)
Now inverter terminal voltage is given by,
Vt(t) = (VDC/2)Sa(t)− (VDC/2)Sa′(t) (3.4)
And inverter leg current is given by,
ip(t) = i× Sa(t) (3.5)
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in(t) = i× Sa′(t) (3.6)
Equations (3.3) to (3.6) describe the relationship between the half bridge converter termi-
nal voltages/ currents and the switching functions. Here, the computed variables include
high-frequency components, for example, due to the switching process, as well as slow
transients. However, the relationships between the modulating signal, which is the main
control variable, and the current/ voltage variables are not easily understood from the
switched model. Moreover, for dynamic analysis and control design purposes, knowledge
about the high-frequency details of variables is often not necessary, as the compensators
and filters in a closed-loop control system typically exhibit low-pass characteristics and
do not react to high-frequency components. For these reasons, we are often interested in
the dynamics of the average values of variables, rather than in the dynamics of the instan-
taneous values. An averaged model also enables us to describe the converter dynamics as
a function of the modulating signal.
2) Averaged model of VSC
The Fig.3.6, as shown below indicate averaged equivalent circuit of a half bridge converter.
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Figure 3.6: Averaged model of VSI
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From Fig.3.6 we can write, the first order differential equation as shown below,
L
di(t)
dt
+Ri(t) = Vt(t)− Vs (3.7)
Here, Vt(t) is a periodic function with period Ts it can be described by the following
fourier series:
Vt(t) = 1/Ts
∫ Ts
o
Vt(τ)dτ +
∞∑
h=1
[ah cos(hωst) + bh sin(hωst)] (3.8)
Substitute eqn (3.8) in eqn(3.7), we get,
L
di
dt
+Ri = (1/Ts
∫ Ts
o
Vt(τ)dτ − Vs) +
∞∑
h=1
[ah cos(hωst) + bh sin(hωst)] (3.9)
The above equation (3.9) describes the behavior of low pass filter, whose output is i. The
input to the filter consists of two components, the constant (DC) component,
L
d¯i
dt
+Ri¯ = 1/Ts
∫ Ts
o
Vt(τ)dτ − Vs (3.10)
and the periodic component,
L
d˜i
dt
+Ri˜ =
∞∑
h=1
[ah cos(hωst) + bh sin(hωst)] (3.11)
Equation (3.9) is linear, therefore, based on the superposition principle, the response
of the filter to the composite input can be regarded as the summation of its responses to
individual input components. Therefore,
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i(t) = i¯(t) + i˜(t) (3.12)
Where, i(t) and i˜(t) are, respectively, the responses of the filter to the DC (low frequency)
component and the periodic (high-frequency) component of the filter input. Here, i˜(t) is
referred as the ripple. According to (3.11), if ωs is adequately larger than R/L, then the
periodic component of the input has a negligible contribution to the entire output, the
ripple is small, and we can assume that i(t) ≈ i(t). Thus, the dynamics of the converter
system are primarily described by (3.10). This concept is known as averaging in nonlinear
systems theory based on moving average principle as shown in equation (3.13) [13].
x(t) = 1/Ts
∫ t
t−Ts
x(τ)dτ (3.13)
The periodic switched waveforms are generated by a PWM process. Thus, it can be
concluded from Fig.2.9 [Chapter 2] that if the modulating waveform is not constant but
varies in time, the switched waveforms Sa and S
′
a will not retain their precisely periodic
forms. Moreover, the average of the switched waveforms varies from one switching cycle
to another. The definition of the average, based on (3.13), allows one to also include
such switched waveforms in the averaging process. A prerequisite for validity of equation
(3.13) is that the frequency of the carrier waveform should be sufficiently, for example, 10
times, larger than that of the modulating waveform.
Applying the averaging operator, as shown in equation (3.13), to Sa(t) and S
′
a(t), we
can deduce
Sa(t) = d (3.14)
S ′a(t) = 1− d (3.15)
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 Figure 3.7: Switching waveforms of switches Sa and S
′
a
If the carrier frequency is adequately higher than that of the modulating signal, i and
V DC can be assumed as constant values over one switching cycle [9], [11], [13]. Substitute
equations (3.14) and (3.15) into equations (3.3) to (3.6) and take average of both sides,
we get,
V¯t =
VDC
2
(2d− 1) (3.16)
i¯p = d× i (3.17)
i¯n = (1− d)× i (3.18)
The duty ratio d can assume any value between 0 and 1. If the PWM strategy is adopted,
m= 2d − 1 describes the relationship between the magnitude of the modulating signal
and the duty ratio. Substituting for d= (m + 1)/2,
V¯t = m
VDC
2
(3.19)
i¯p =
(1 +m)
2
× i (3.20)
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i¯n =
(1−m)
2
× i (3.21)
The advantage of the change of variable d= (m + 1)/2 becomes evident in equation (3.19),
if m is changed from -1 to 1, the averaged AC-side terminal voltage Vt changes linearly
from −VDC/2 to VDC/2, with m= 0 corresponding to the zero averaged voltage. Fig.3.6
illustrates the averaged equivalent circuit of the half-bridge converter.
3.4.2 Control of VSC
In Section 3.4.1, the basic model of VSC has been developed and the relationship between
the modulating signal and the terminal voltage of an inverter has been derived. The ter-
minal voltage of a VSI can be controlled by controlling the modulating signal through
some external control. The beauty of a VSC is that its terminal voltage can be changed
just by varying the magnitude of modulating signal as per equation (3.19), to control its
output voltage magnitude. Here m is determined by a closed loop control scheme whose
function is to regulate current (i).
Controlling of VSC depends on types of VSC systems, there are mainly three types of
VSC system [13], [21]-[23].
1. Controlled frequency VSC system
In this type, the AC system frequency is regulated by the control scheme of the VSC
system, where the reference for the frequency may be obtained from a supervisory
control system.
2. Grid imposed frequency VSC system
In this group, the VSC system is interfaced with a relatively large AC system like
a stiff utility grid. Therefore the operating frequency is dictated by the AC system
and is fairly constant.
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3. Variable frequency VSC system
In a variable frequency VSC system, the VSC is interfaced with an electric machine,
and the operating frequency is a state variable of the overall VSC system, depends
on the system operating point and is not directly regulated.
AC side control of VSC
Based on the converter averaged equivalent circuit, the dynamics of the ac side current i
is described by ,
L
di
dt
= −(R + ron)i+ Vt − Vs (3.22)
where,
Vt =
VDC
2
m (3.23)
Here i is the state variable, Vt is the control input and Vs is the disturbance input.
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Figure 3.8: Block diagram to control output current i
Here in the open loop system as shown in Fig.3.8, the current (i) is the output and the
control objective is to regulate (i) at a pre specified reference value ,this can be achieved
via the closed loop system in which the actual output (i) is compared with reference (iref )
and error signal (e) is generated. Then the compensator K(s) processes (e) and provides
the control signal (u). Then (u) is divided by VDC/2 to compensate for the converter volt-
age gain as shown in equation (3.23). If the DC side voltage is constant, the numerical
value of VDC/2 is known in advance and the gain compensation becomes trivial. However,
48
if the DC- side voltage is subject to variations, VDC must be measured, for example, by a
Hall-effect voltage transducer, to enable the gain compensation that can be regarded as
a feed-forward compensation.
The output of the controller must be limited prior to being delivered to the converter
pulse-width modulation (PWM) signal generator, to ensure that |m| ≤ 1. Depending on
the type of the reference signal and the desired performance, different types of compen-
sator may be used for the control. However, for this thesis work controllers are used in dq
domain, i.e., all the quantities which are to be processed and to be controlled are steady
in nature so PI controller is sufficient for the control. The integral term of PI controller
guarantees that (i) tracks (iref ) with zero steady state error, in spite of the disturbance
Vs.
3.4.3 Need for feed forward compensation
a) To reduce startup transient and disturbance rejection capability
The undesirable start-up transient can be avoided if the feedback control scheme is aug-
mented with a feed-forward compensation scheme, as shown in Fig.3.9. [Left side of
Fig.3.9 indicates feedback loop control and right side of Fig.3.9 indicates feedback loop in
conjunction with feed forward control]
  
Figure 3.9: Control block diagram of the closed loop half bridge inverter system without
and with feed forward control scheme
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The feed-forward scheme augments the compensator output with a measure of Vs. This
measure, denoted by V̂s, can be obtained from a voltage transducer whose (dynamic) gain
is Gff (s), where Gff (0) = 1. Therefore, at the start-up instant when the compensator
output is zero, the AC-side terminal voltage to be generated starts from a value equal to
Vs, and the AC-side current remains at zero. Therefore, Vt= Vs, the voltage across the
series RL interface reactor equals zero, and thus no current excursion is experienced.
b) To decouple dynamic coupling between converter system and AC system
The benefit of the feed-forward compensation is not restricted to improving the converter
start-up transients. The feed-forward compensation can also decouple dynamics of the
converter system from those of the AC system with which the converter system is inter-
faced.
Without the feed-forward compensation, that is, Gff (s) ≡ 0, the compensator design
must take into account dynamics of the AC system. The dynamics may be uncertain,
time varying, nonlinear and of a high order. Therefore, the compensator design would
be laborious and may not be straightforward. Moreover, the impact of the AC system
transients on the control cannot be readily mitigated. However, if the feed-forward com-
pensation is employed, a prior knowledge of the AC system dynamics is not essential for
the controller design. The reason is that the dynamics of the half-bridge converter system
become effectively decoupled from those of the AC system if Gff (s) ≈ 1 in the range of
frequencies over which the AC system modes have considerable energy. The feed-forward
compensation in mitigating dynamic interactions between the AC system and the con-
verter system. However, when the feed-forward compensation is disabled, the dynamics
of the AC system interact through the feedback loop with those of the compensator and
the converter.
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3.5 Modeling and Controlling of Two Level VSC
Modeling and controlling of two level VSC is similar to the single phase half bridge
inverter. The non-ideality of a converter like on state resistance of a switch may be
considered as a series resistance ron connected in series with an inductor of a filter.
 
Figure 3.10: Averaged equivalent circuit of two level VSC [13]
Fig.3.10 illustrates the averaged equivalent circuit of an ideal two level VSC [13] and
the AC side terminal voltages are,
Vtabc(t) =
VDC
2
mabc(t) (3.24)
In dq-frame, the signals assume DC under steady-state conditions. This, in turn, permits
utilization of compensators with simpler structures and lower dynamic orders. Moreover,
zero steady-state tracking error can be achieved by including integral terms in the com-
pensators. Therefore we may say a dq-frame representation of a three-phase system is
also more suitable for analysis and control design tasks. Now the space phasor f(t) can
be converted into dq frame by using following equation,
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−→
f (t) = (fd + jfq)e
jρ(t) (3.25)
where, ρ= speed of the rotation of dq-frame.
Substituting for m(t)= (md + jmq)e
jρ(t) and Vt(t)= (Vtd + jVtq)e
jρ(t) for dq- frame repre-
sentation of two level VSC.
(Vtd + jVtq)e
jρ(t) =
VDC
2
(md + jmq)e
jρ(t) (3.26)
Vtd(t) =
VDC
2
md(t) (3.27)
Vtq(t) =
VDC
2
mq(t) (3.28)
Equations (3.27) and (3.28) suggest that the d- and q- axis components of the VSC AC
side terminal voltage are linearly proportional to the corresponding components of the
modulating signal, and the proportionality constant is VDC/2. It also imply that the
two-level VSC can be described by two linear, time-varying subsystems in dq-frame. The
transfer function of each subsystem is a time-varying gain, VDC/2.
 
Figure 3.11: Control model of two level VSC in dq-reference frame
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3.6 Importance of PLL Block and Formulation of
Power in dq Domain
PLL block and its important :
The function of PLL block is to regulate ρ0 at (ω0(t)+θ0) to convert alternating quantities
into DC terms [24]. This will be understood by following example. Assume that the AC
system voltage in the VSC system is expressed as,
Vsa(t) = V̂s cos[ω0t+ θ0] (3.29)
Vsb(t) = V̂s cos[ω0t+ θ0 − 2pi
3
] (3.30)
Vsc(t) = V̂s cos[ω0t+ θ0 − 4pi
3
] (3.31)
Where, Vˆs is the peak value of the line to neutral voltage, ω0 is the AC system frequency
and θ0 is the sources initial phase angle. So, the phasor equivalent of Vsabc is,
−→
V s(t) = V̂se
(jω0t+θ0) (3.32)
Put value of above equations in equation (3.7), we get,
L
d
−→
i
dt
= −(R + ron)−→i +−→V t − V̂sej(ω0t+θ0) (3.33)
Transform above equation from abc to dq domain, we will get,
L
d(id)
dt
= Lω(t)iq − (R + ron)id + Vtd − V̂s cos[ω0t+ θ0 − ρ] (3.34)
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L
d(iq)
dt
= −Lω(t)id − (R + ron)iq + Vtq − V̂s sin[ω0t+ θ0 − ρ] (3.35)
Where,
dρ
dt
= ω(t) (3.36)
Here id, iq and ρ are the state variables and vtd, vtq and ω are the control inputs. These
equations are nonlinear due to presence of the terms ωid, ωiq, cos(ω0t + θ0 − ρ) and
sin(ω0t + θ0 − ρ). Choose ρ such that above equations becomes steady in nature with
respect to time instead of alternating in nature. So, select ρ = ω0t+ θ0. Therefore above
equations become,
L
d(id)
dt
= Lω0iq − (R + ron)id + Vtd − V̂s (3.37)
L
d(iq)
dt
= −Lω0id − (R + ron)iq + Vtq (3.38)
Which describe a second order linear system that is excited by the constant input V̂s.
Thus, if vtd and vtq are DC variables, id and iq are also DC variables in the steady state.
The mechanism to ensure ρ(t) = ω0t+θ0 is referred to as the PLL. The PLL block diagram
is shown in Fig.3.12 [13].
Formulation of power in dq-reference frame:
The instantaneous real power in three phase system is given by, [16]
P (t) = Re{3
2
−→v (t)−→i∗ (t)} (3.39)
And the instantaneous reactive power in three phase system is ,
Q(t) = Im{3
2
−→v (t)−→i∗ (t)} (3.40)
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 Figure 3.12: PLL block diagram [13]
Now, V (t)= (Vd + jVq)e
jρt and i(t)= (id + jiq)e
jρt
Put these values in above instantaneous real and reactive power equations, the instanta-
neous real and reactive powers in dq-domain are given by,
P (t) =
3
2
[vd(t)id(t) + vq(t)iq(t)] (3.41)
Q(t) =
3
2
[−vd(t)iq(t) + vq(t)id(t)] (3.42)
3.7 Summary
In this chapter, at start the basic introduction of the controller is explained. Then pros of
controller design in dq domain instead of ABC domain are discussed. Next, switched and
averaged model of VSI has been developed to explain the control task of an inverter as
per the system requirements. Further, PLL block and its importance have been discussed
briefly. Finally, formation of instantaneous real and reactive powers have been touched
up.
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Chapter 4
Modeling and Control of DERs in
Grid-Connected and Islanded Mode
of Operation of Microgrid
The generators or microsources employed in a microgrid are usually renewable/non-
conventional Distributed Energy Resources (DERs) integrated together to generate power
at distribution voltage. Many of these new distributed power sources, such as wind tur-
bine generators and fuel cells, do not generate power at AC 50 Hz. From operational
point of view, the microsources must be equipped with power electronic interfaces (PEIs)
and controls to provide the required flexibility to ensure operation as a single aggregated
system and to maintain the specified power quality and energy output. PEIs not only
generate utility grade AC power, but also facilitate their overall integration in microgrids.
The output of different DER units is converted to DC voltage using power converters.
The output DC voltage is then converted to AC of required voltage and frequency using
a Voltage Source Inverter (VSI). Hence, it is assumed from here after that by some means
the output of DER units is converted to DC voltage and the analysis starts by assuming
an availability of DC voltage source.
Growth of power generation using DER units has led to distribution systems with a
mixture of rotating machine generators and inverter interfaced generators [5]. To increase
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the system reliability, DER units should be capable of operating in islanded as well as in
grid connected mode. It is desirable to design DER units in such a way, that they can
able to operate in the islanded or grid connected mode with the same hardware structure
and modest (or ideally no) modifications in the control. This chapter also presents a
control strategy that attempts to fulfill the aforementioned objective and also to present
a convenient method for the controller design.
In this Chapter firstly the control of single DER unit, multiple DER units and the entire
microgid in islanded mode of operation has been discussed. In islanded mode, the control
tasks are mainly based on inner current loop control and outer voltage loop control. Sub-
sequently, the control of single DER unit, multiple DER units and the entire microgrid
in grid connected mode has been developed. Here, the control strategies mainly consist
of, control for real and reactive power flow along with current control scheme. In the
case of multiple DERs, it is desirable to use droop control along with voltage and current
control scheme. At end of this chapter, the control procedure and behavior for the entire
microgrid, which consists of seven buses and eight lines, connected in islanded as well as
in grid connected mode has been covered.
4.1 Islanded Distributed Energy Resources [Autonomous
Microgrids]
In this architecture the microgrid operate in isolated mode, having to self-suffice energy
demand and power quality and reliability needs of local customers. This mode of op-
eration is envisioned for systems located in geographical remote areas where access to
backbone grid is difficult or too expensive. The design and planning process of an au-
tonomous microgrid is more complex than the grid-connected counterpart because the
sustainability dimensions of isolated operation. The main drivers of autonomous opera-
tion are the availability of local energy resources, energy independence and reliability.
In a distribution system, when a Utility grid is disconnected for any reason, the dis-
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tributed generation still supplies the required power to any section of local loads. Phe-
nomenon is called “Islanding Phenomena” [25], [26]. When an islanding occurs, the
voltages and frequencies in the islanded area cannot be controlled by the grid system.
Therefor during islanding operation, voltages and frequencies have to be maintained, oth-
erwise, this may lead to damage of electrical equipments and pose a danger to the working
personnel [6].
Islanding once again can be classified into two types namely:
i)Unintentional Islanding
ii)Intentional Islanding
(i) Unintentional islanding: As the name suggests, it is an undesirable islanding
caused in a power grid. It occurs when a part of the distribution system becomes elec-
trically isolated from the whole power grid and is still being energized by the distributed
generators. The reason for such occurrence of islanding is due to several reasons such
as inverter misinterpreting, the voltage and frequency harmonics of utility grid, ground
fault on the feeder from grid and so on. During a steady state, the real and reactive
power produced by the distributed generators and the utility grid should match with the
consumption. Any mismatch in real power gives rise to frequency deviation. Also the
distributed generators in the islanded microgrid can be damaged if the island is recon-
nected to the utility grid as the distributed systems usually tend to operate at a different
frequency in the islanded mode and could be out of synchronism with the utility grid.
This may also give rise to high starter currents which in turn may once again result in
tripping of the utility system.
(ii) Intentional islanding: Intentional islanding can be explained as a purposeful
islanding of a microgrid from the remaining power grid system. When there is a power
outage, many distributed generators may go out of synchronism with one another and
therefore it is required to have specific islands at points where there is a slight mismatch
between load and generation. Circuit breaking operations are executed to develop is-
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landed systems. It also occurs when the quality of the utility grid power is degraded.
The inverter developed in this thesis is a grid tie inverter. It is used in distributed
generation systems to convert the direct current (DC) from the distributed generators
into an alternating current (AC) and supply it to the load and utility grid. From a busi-
ness point of view, the residences and buildings that own a grid tied electrical system are
allowed to sell the energy developed by their system to the utility grid.
When a grid is islanded, the inverter must have the ability to increase the power supply
from the distribution system in negligible amount of time to sustain the sudden increase
in the load demand. Care should be taken such that, when the utility grid breaks off
from the load, the power from the distributed generation should be supplied to the load
without any major hindrances to the voltage and frequency parameters of the grid system.
And, when the utility grid is connected to the load, the distribution system should allow
the load to reconnect itself to the grid in an equally error-free manner. This islanded
distributed system is simulated using MATLAB SIMULINK.
Control task:
When a single DER unit is connected in islanded mode, the main control ob-
jective is to regulate voltage and frequency within permissible limits at PCC.
Some researchers have mentioned that this control task can be done in ABC
domain by inner current loop and outer voltage loop control. The thesis work
concentrates on current and voltage control schemes adopted in dq domain in-
stead of ABC domain with the incorporation of feed forward and ratio control
along with feed back loop control. It is observed that this scheme gives better
performance than work discussed by other researchers. The simulation results
are briefly explained in Chapter 5. In the next section, for controlling of multi
DER units in islanded mode, droop control in conjunction with VSC voltage
and current control schemes have been used. By collaborating all these control
schemes, a seven bus microgrid system operating in islanded mode has been
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designed. Simulation results have been carried out on MATLAB SIMULINK
and the results are discussed in Chapter 5.
4.1.1 Modeling and control of single DER unit in islanded mode
A single line diagram for islanded DER is shown in Fig.4.1 and its schematic diagram
with closed loop control scheme is shown in Fig.4.2
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Figure 4.1: SLD for islanded DER
Fig.4.1 shows single DER unit is connected to load through a current controlled volt-
age source converter (VSC) and three phase LC filter. An aggregate of the network loads
as viewed from the DER unit terminals is labeled as the “effective load” and is referred
to as “load”. The components L and Cf represent the inductance and capacitance of the
filter. R Models the ohmic loss of the filter inductor and also includes the effect of the
on-state resistance of the VSI switches.
Fig.4.2 illustrates that the control is performed in a rotating dq0 reference frame whose
d-axis makes an angle ρ with respect to the stationary a-axis. ρ is obtained from a PLL
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Figure 4.2: Schematic diagram for islanded DER with closed loop control scheme
which constitutes an essential part of a modern electronically-coupled DER unit as dis-
cussed in Chapter 2. The PLL also provides ω, i.e., the frequency of Vsabc [PCC voltage].
In the grid connected mode of operation, Vsabc is dictated by the grid, in this case ρ and
ω represent, respectively, the phase-angle of the PCC voltage and power system frequency.
There are two types of control schemes, which are widely adopted in microgrids [13],
[27].
1. Voltage control scheme
• The voltage-mode control is simple and has a low number of control loops.
• However, the main shortcoming of the voltage-mode control is that there is no
closed control loop on the VSC line current.
• Consequently, the VSC is not protected against over currents, and the current
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may undergo large excursions if the power commands are rapidly changed or
faults take place in the AC system.
Therefore, to overcome this problem current control scheme is also used in conjunc-
tion with voltage control scheme.
2. Current control scheme
• The VSC line current is tightly regulated by a current control loop.
• The real power (P) and reactive power (Q) are controlled by the phase angle
and the amplitude of the VSC line current w.r.t. PCC voltage.
• Robustness against variations in the parameters of the VSC system and the
AC system.
• Good dynamic performance and higher control precision.
In the first part of this section, design of current controller in dq reference frame has
been discussed. In the next part, design of voltage control scheme in dq domain has been
discussed for islanded DER unit.
a) Task : Design of an inner current loop controller, i.e., determination of
parameter values for a current controller, based on dq-reference frame current
mode control.
The purpose of designing the current controller for a microsource is to regulate the
current delivered by the microsource according to its rating. Here, reference value of
current which is based on the rating of the DERs is compared with the actual current
delivered by the DERs and the error produced is based on this comparison. This error is
fed to the current controller to change the value of current and nullify the error by taking
necessary corrective or preventive action. With this idea, the entire system needs to be
modeled for determining the proper parameter values of a current controller.
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For the sake of designing of a current controller, consider the differential equations
(3.34) and (3.35) from Chapter 3,
L
d(id)
dt
= Lω(t)iq − (R + ron)id + Vtd − V̂s cos[ω0t+ θ0 − ρ] (4.1)
L
d(iq)
dt
= −Lω(t)id − (R + ron)iq + Vtq − V̂s sin[ω0t+ θ0 − ρ] (4.2)
Now, the phasor equivalent of AC system voltages in the VSC system is expressed as,
−→
V s(t) = V̂se
(jω0t+θ0) (4.3)
This phasor is converted from ABC to dq domain and its d-axis and q-axis components
are separated out as shown below,
Vsd = Vˆs cos(ω0t+ θ0 − ρ) (4.4)
Vsq = Vˆs sin(ω0t+ θ0 − ρ) (4.5)
Assuming steady state operating condition and by substituting equations (4.4) and (4.5)
into equations (4.1) and (4.2), the following equations can be derived.
L
d(id)
dt
= Lω0iq − (R + ron)id + Vtd − Vsd (4.6)
L
d(iq)
dt
= −Lω0id − (R + ron)iq + Vtq − Vsq (4.7)
As, it has been seen in previous chapter, the following equations represent the dq model
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of two level VSC.
Vtd(t) =
VDC
2
md(t) (4.8)
Vtq(t) =
VDC
2
mq(t) (4.9)
Substitute equations (4.8) and (4.9) in equations (4.6) and (4.7),
L
d(id)
dt
= Lω0iq − (R + ron)id + VDC
2
md(t)− Vsd (4.10)
L
d(iq)
dt
= −Lω0id − (R + ron)iq + VDC
2
mq(t)− Vsq (4.11)
Here, id and iq are state variables, vtd and vtq are control inputs and vsd and vsq are
disturbance inputs. Due to presence of Lω0 terms in equations (4.10) and (4.11), dynamics
of id and iq are coupled, so we need to decouple this dynamics by selecting proper value
of md and mq. To decouple the dynamics, take md and mq as,
md =
2
VDC
(ud − Lω0iq + Vsd) (4.12)
mq =
2
VDC
(uq − Lω0id + Vsq) (4.13)
Where, ud and uq are two new control inputs, which are generated by d- and q-axis current
controller respectively. Substitute equations (4.12) and (4.13) into equations (4.10) and
(4.11),
L
d(id)
dt
= −(R + ron)id + ud (4.14)
L
d(iq)
dt
= −(R + ron)iq + uq (4.15)
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Above equations describe two decoupled, first order, linear systems. It is clear from these
equations that id and iq are controlled by ud and uq respectively. Fig.4.3 shows a block
representation of the d and q-axis current controllers of the VSC system connected in
islanded mode, in which ud and uq are the outputs of the two corresponding compensators.
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Figure 4.3: Block diagram of a current control scheme
The d- and q-axis compensators, kd(s) and kq(s), process the error signals ed= idref−id
and eq= iqref−iq and deliver the outputs ud and uq, respectively. Then, ud and uq are aug-
mented by feed-forward signals Vsd−Lωiq and Vsq+Lωid, and the signals Vtdref and Vtqref
are generated. Vtdref and Vtqref are equivalent to d- and q-axis components of the VSC
averaged AC-side terminal voltage; by the subscript ref we distinguish them from their
counterparts in the actual AC-side terminal voltage, that is, Vtd and Vtq. The feed-forward
compensation is (i) to decouple dynamics of id and iq, (ii) to enhance the disturbance
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rejection capability of the closed-loop system, (iii) to ensure a bumpless system start-up,
and (iv) to decouple dynamics of id and iq from those of the grid. For the feed-forward
compensation, ω, that is, the rotational speed of the dq-frame, is obtained from the PLL.
Fig.4.3 also shows that to generate md and mq, Vtdref and Vtqref are divided by
VDC
2
. This
operation can be considered as a feed-forward compensation, and has to compensate for
the VSC conversion gain VDC
2
and to ensure that Vtd and Vtq (in the actual converter
AC-side terminal voltage) are an accurate reproduction of, respectively, Vtdref and Vtqref .
Fig.4.4, shows the simplified block diagram of the current controlled VSC system. It indi-
cates both d- and q-axis current control loops are identical. Therefore, the corresponding
compensators can also be identical. Here, simple Proportional-Integral(PI) controller has
been used as kd(s) and kq(s). Therefore,
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Figure 4.4: Equivalent block diagram for the closed loop current control scheme
kd(s) =
kps+ ki
s
(4.16)
where, kp and ki are proportional and integral gains respectively. For finding the proper
value of kp and ki write open loop gain p(s) of a current control loop. So, we get,
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p(s) = (
kp
Ls
)
s+ ki/kp
s+ (R + ron)/L
(4.17)
From above equation it is clear that, the plant has a pole at (R + ron)/L, which is very
close to origin and so it is responsible for sluggish behavior of a system. Hence, we may
cancel it with controller zero by using pole-zero cancelation technique. Now after pole-zero
cancelation, the open loop transfer function of a current control loop becomes,
p(s) =
kp
Ls
where,
ki
kp
= (R + ron)/L
Further, the closed loop transfer functions becomes,
Id(s)
Idref (s)
= Gi(s) =
1
τis+ 1
(4.18)
where,
τi = L/kp ⇒ kp = L/τi (4.19)
ki = (R + ron)/τi (4.20)
Here, τi is the time constant of the resultant closed loop system and it should be small for
a fast current control response but adequately large such that 1/τi, that is, the bandwidth
of the closed loop control system is considerably smaller. Therefore, τi is typically selected
in the range of 0.5 to 5 ms.
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Results : By doing current control analysis in dq reference frame, the controller pa-
rameters kp and ki have been found as per equations (4.19) and (4.20).
b) Task : Design of an outer voltage loop controller, i.e., determination of
parameter values for a voltage controller, based on dq-reference frame voltage
mode control.
The control objective for the design of a voltage controller in islanded mode is to regulate
the amplitude of the voltage and frequency at PCC. Hence, we compare reference value
of voltage which is based on the desired value of PCC voltage with the actual voltage
delivered by the DERs at PCC and the error produced is based on this comparison. This
error is fed to the voltage controller to change the value of voltage at PCC and nullify the
error by taking necessary corrective or preventive action. The entire system needs to be
modeled with this logic for determining the proper parameter values of a voltage controller.
Now from Fig.4.2, the differential equation in terms of capacitor current, inductor current
and load current can be written easily.
Cf
d
−→
V s
dt
=
−→
i −−→i L (4.21)
Converting the above equation into dq domain by using the equation
−→
f = (fd+jfq)e
jρ(t),
Cf
d[(Vsd + jVsq)e
jρ]
dt
= (id + jiq)e
jρ − (iLd + jiLq)ejρ (4.22)
Separate out the d-axis and q-axis components of the above equation,
Cf
dVsd
dt
= Cf (ωVsq) + id − iLd (4.23)
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Cf
dVsq
dt
= −Cf (ωVsd) + iq − iLq (4.24)
where, dρ
dt
= ω(t),
From equations (4.23) and (4.24), it is clear that Vsd and Vsq can be controlled by idref
and iqref , Moreover, these equations also reveals that Vsd and Vsq are coupled and it also
includes the effect of iLd and iLq. So the coupling between Vsd and Vsq is eliminated by
a decoupling feed forward compensation and is similar to the one utilized to decouple id
and iq in a current control scheme. Therefore the compensated system performs under all
load conditions almost the same way as the system without the load compensating feed
forward would perform under a no load condition.
Fig.4.5 shows a block representation of the d- and q-axis voltage controllers of the VSC
system connected in islanded mode in which ud and uq are the outputs of the two cor-
responding compensators. The d-axis and q-axis compensators, k(s), process the error
signals ed= Vsdref−Vsd and eq= Vsqref−Vsq and deliver the outputs ud and uq, respectively.
Then, ud and uq are augmented by feed-forward signals iLd−Cf (ωVsq) and iLq+Cf (ωVsd),
and the signals isdref and isqref are generated, which are fed to the current controller as
a reference signal.
Form Fig.4.5, it can be written,
idref = ud − Cf (ωVsq) + iLd (4.25)
iqref = uq + Cf (ωVsd) + iLq (4.26)
Where, ud and uq are two dummy control inputs. Now, from equation (4.17),
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Figure 4.5: Block diagram of a voltage control scheme
id(s) = Gi(s)Idref (s) (4.27)
iq(s) = Gi(s)Iqref (s) (4.28)
Substitute equations (4.25) and (4.26) into (4.27) and (4.28),
Id(s) = Gi(s)Ud(s)− CfGi(s)ω(s)Vsq(s) +Gi(s)ILd(s) (4.29)
Iq(s) = Gi(s)Uq(s) + CfGi(s)ω(s)Vsd(s) +Gi(s)ILq(s) (4.30)
Substitute equations (4.29) and (4.30) into Laplace transform of equations (4.23) and
(4.24),
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CfsVsd(s) = Gi(s)Ud(s) + Cf [1−Gi(s)]ω(s)Vsq(s)− [1−Gi(s)]ILd(s) (4.31)
CfsVsq(s) = Gi(s)Uq(s) + Cf [1−Gi(s)]ω(s)Vsd(s)− [1−Gi(s)]ILq(s) (4.32)
It is then noted that the transfer functionGi(s) =
1
τis+1
, has a unity DC gain and therefore,
1 − Gi(s)= sτi1+τis has a zero DC gain. Hence, if τi is adequately small, then equations
(4.31) and (4.32) can be approximated as,
Vsd(s)
Ud(s)
≈ Gi(s) 1
Cf (s)
(4.33)
Vsq(s)
Uq(s)
≈ Gi(s) 1
Cf (s)
(4.34)
Equations (4.33) and (4.34) indicate that Vsd(s)and Vsq(s) can be independently controlled
by, ud(s) and uq(s), respectively. This alternatively means that the control scheme of
Fig.4.5 divides the overall voltage control plant, effectively, into two independent Single-
Input-Single-Output (SISO) plants of Fig.4.6
From Fig.4.6, it can be noted that each loop includes an integral term, i.e., a pole at
s= 0, and a real pole at s= −p= −1/τi. For such a plant, a PI compensator, ks, can
ensure a stable fast response and zero steady state error. The following procedure is used
for designing a PI compensator [6]. Let, the PI compensator be,
k(s) = k
s+ z
s
(4.35)
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Figure 4.6: Equivalent block diagram for the closed loop voltage control scheme
Here, the open loop gain is,
l(s) =
k
τiCf
(
s+ z
s+ τ−1i
)
1
s2
(4.36)
At very low frequencies, the open-loop phase ∠l(jω) is approximately equal to −1800. If
z < p, then ∠l(jω) first increases until reaches its maximum, δm, at ω = ωm. For ω > ωm,
∠l(jω) drops and approaches −1800 at very high frequencies. Therefore, to achieve the
maximum phase-margin, one should pick the gain crossover frequency as ωc= ωm and δm
becomes the phase-margin. Knowing δm, z can be calculated from,
δm = sin
−1(
1− τiz
1 + τiz
) (4.37)
The gain cross over frequency is determined based on,
ωm =
√
(zτ−1i ) (4.38)
The compensator gain, k, is obtained from the solution to |l(jωc)|, that is,
k = Cf × ωc (4.39)
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Based on the above mentioned design procedure, the resultant closed-loop voltage control
system is of the third order. It can be shown that the closed-loop system always has a
real pole at s= −ωc , while the two other complex conjugate poles are located on a circle
whose radius is ωc. The exact locations of the two poles depend on the phase margin
which is typically chosen in the range of 30◦ to 75◦. For the particular choice of δm= 53◦,
the two poles are at s= −ωc and thus the closed-loop system has a triple poles at s= −ωc.
Results: After doing the voltage control analysis in dq reference frame the controller
parameter values have been found as per equations (4.37) to (4.39).
As seen in Section 4.1.1.a and 4.1.1.b, by using voltage and current control mode, single
DER unit can be perfectly controlled in islanded mode. The results are briefly explained
in Chapter 5.
4.1.2 Modeling and control of parallel connected DER units in
islanded mode
As discussed in Section 4.1.1, when a single DER unit is connected in islanded mode, the
terminal voltage and frequency are kept constant by using voltage and current control
scheme. But when more than one DERs are connected in parallel we ought to maintain
their terminal voltage at same level. Otherwise, looping current will flow between mi-
crosources, which are going to be connected in parallel or at the same bus. This looping
current may damage the PEIs. Now, if we use droop control along with the voltage and
current control scheme the performance and load sharing capabilities of the DERs become
better than without droop control. Apart from this, because of droop control all DER
units operate at the same frequency [28]-[32].
The basic control objective in a microgrid is to achieve accurate power sharing, while
maintaining the close regulation of voltage and frequency. Parallel operation of small
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VSIs give modularity to the system and provide extra reliability, redundancy and the
power level of the plant can be upgraded without the need of complete reconfiguration.
Increase in number of VSIs increases the stiffness of the system and makes it more stable
against external disturbances. Hence, the parallel operation of inverters in RES system
offers several advantages in addition to low maintenance cost of low power unit compared
to that of high power unit [28].
A single line diagram of two islanded DER units connected in parallel and feeding a
common load is shown in Fig.4.7. Fig.4.8 shows the schematic diagram of a control logic
for single DER, connected in parallel for islanded mode.
In the first part of this section the control strategy for two islanded DER units con-
nected in parallel and feeding a common load has been developed. Then, the control
strategies for multisources connected in parallel in islanded mode has been discussed. As
shown in Fig.4.8 there are three types of controller used in multi sources feeding a common
load, i) droop controller, ii) voltage controller, and iii) current controller. Moreover, the
effect on system performance has been observed after aggregation of the droop control
with the voltage and current control. The effect of different droop setting is also noticed
and discussed briefly in Chapter 5 with the simulation results.
a) Task : Design of a voltage and current controller in dq-reference frame
by using voltage and current control scheme, respectively
As the controlling has been done separately for each microsource for getting advan-
tages of plug and play operation. The design procedures for voltage and current controller
are same as discussed in the previous section.
b) Task : Design of a droop controller by using dq-reference frame
The primary condition for paralleling of DERs is that they would share the load ac-
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Figure 4.7: SLD of two islanded DER units connected in parallel and feeding a common
load
cording to their capacities, i. e., paralleling of modules requires interconnection between
them to achieve balanced load sharing. One of the methods of ensuring proper load
sharing among parallel connected inverters is to use a master-slave configuration. This
gives proper load sharing despite the presence of line impedances, but it is difficult to
physically implement communication links between all DERs, which may be located at
some remote places. So, to achieve true modularity each module must be able to operate
independently. This task can be full-filled by droop control scheme. The droop method
is also named as wireless or autonomous control because it operates without control in-
tercommunications. The conventional droop method is based on the principle that the
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Figure 4.8: schematic diagram of a control logic for single DER for paralleling operation
in islanded mode
phase and the amplitude of the inverter can be used to control active and reactive power
flows respectively. Hence, it will ensure that changes in load are taken up by the inverter
in a predetermined manner without communication.
Stable operation of a power system needs good control of the real power (P) and the
reactive power (Q) flow. Fig.4.9 shows the equivalent circuits of a VSI connected to a
common bus (PCC). It is used for showing real and reactive powers flow between a VSI
and a bus [33],[34].
where,
Z=R+jX : Output impedance of the inverter,
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taken by inverters in a well controlled manner. This chapter describes the control of 
parallel connected VSIs in islanded mode.  
3.1 Basic Principle of Parallel Operation 
Stable operation of a power system needs good control of the real power flow P  and 
the reactive power flow Q . The P  and Q  in an ac system are decoupled to a good 
extent. P  predominantly depends on the power angle, and Q  predominantly depends 
on voltage magnitude. From Fig. 3.2 the real and reactive powers can be written as  
E φ∠
Z θ∠
I
0oV∠
S P jQ= +
 
Fig. 3.2. Equivalent circuit of a VSI connected to a bus. 
 
 sinEVP
X
φ=   (3.1) 
 
2cosEV VQ
X
φ −
=  (3.2) 
   
where, 
 X  is output reactance of inverter, 
φ  is phase angle between the output voltage of VSI and voltage of             
common bus, 
E  and V are the amplitude of output voltage of VSI and load voltage, 
respectively. 
It is essential to have good control of the power angle and the voltage level by means 
of the inverter. Control of frequency dynamically controls the power angle and, thus, 
the real power flow P . To avoid overloading the inverters, it is important to ensure 
that changes in load are taken up by the inverters in a predetermined manner without 
Figure 4.9: Equivalent circuit of a VSI connected to a bus
X : Output reactance of the inverter,
φ : Phase angle between the output voltage of a VSI and voltage of a common bus,
E and V : The amplitude of the output voltage of VSI and load voltage respectively.
Here, the output of DG and bus (PCC) are connected by feeder impedance |Z|∠θ as
shown in Fig.4.9. Let, the phasor voltage of DG is |E|∠φ and bus voltage (PCC) is |V |∠0
I =
|E|∠φ− |V |∠0
|Z|∠θ (4.40)
I =
|E|
|Z|∠(φ− θ)−
|V |
|Z|∠(−θ) (4.41)
Hence, the complex power flows from the DG to the bus (PCC) is given by,
S = EI∗ (4.42)
S =
|E|2
|Z| ∠θ −
|E||V |
|Z| ∠(θ + φ) (4.43)
Thus, the real and reactive power at the sending end, i.e., at DG are,
P =
|E|2
|Z| cos θ −
|E||V |
|Z| cos(θ + φ) (4.44)
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Q =
|E|2
|Z| sin θ −
|E||V |
|Z| sin(θ + φ) (4.45)
Now, consider the output impedance of an inverter is mainly inductive due to the large
filter inductor value between the DG and the common bus (PCC). So, the ratio of R/X
is very small. Therefore, assuming R ≈ 0, the above equations become,
P =
|E||V |
|Z| sinφ (4.46)
Q =
|E|2 − |E||V | cosφ
|Z| (4.47)
If φ is very small ⇒ cosφ ≈ 1, therefore,
Q =
|E|
|Z| (|E| − |V |) (4.48)
Q =
|E|
|Z| (V oltage Drop) (4.49)
Above equations (4.46) and (4.48) reveal that, P and Q in an ac system are decoupled to a
good extent. P predominantly depends on the power angle and Q predominantly depends
on the voltage magnitude. Therefore, to control active and reactive power properly, it is
essential to have a good control on the power angle and the voltage level by means of the
inverter.
As it is known that if load changes, there would be a change in real and reactive power
requirement of the system. Thus the focal task is to sense the change in real and reactive
power requirement of the system and gives the appropriate command to controller for
taking essential control action to match with the new requirement of the system. Hence,
one of the solution to sense the changes in real and reactive powers requirement is to use
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P-f and Q-V droops. The moral idea of the droop control is to operate all the DER units,
which are connected in parallel, at same frequency and at same terminal voltage. Thus
the prior advantages of paralleling of microsourcesc, such as to enhance power capability,
efficiency, system reliability and to reduce output current ripple and so on, can be har-
vested from DERs.
There are mainly two types of droop:
1. Real Power (P) Vs. Frequency (f) droop
2. Reactive power (Q) Vs. Voltage (V) droop
1) Real Power (P) Vs. Frequency (f) droop
The real power requirement is reduced if load decreases and vice-versa, so, the control task
is to get the information about changes in load. One of the simplest and accurate way is
to use P-f droop for the same. According to this droop control if there is an increase in
load demand the frequency should fall down and vice- versa and it is also clear from P-f
droop as shown in Fig.4.10. The logic behind the P-f droop is to operate all DERs, which
are going to be connected in parallel, at same frequency level. Hence, there would not be
a frequency mismatch between DERs. As shown in Fig.4.10 the real power Vs. frequency
droop is designed such that when the real power requirement is zero, the frequency of a
DER is maintained at its rated value. The droop value is set such that when the real
power requirement increases from its zero to maximum value, the frequency falls from its
rated value of ω∗ to a value of (ω∗ ± 0.5), which is allowable according to the standards
in distribution system.
In conventional power system each generator has been placed with P-f droop control
to permit each generator, to take up changes in total load in a pre-determined manner by
its frequency droop characteristics. Frequency is essentially utilized as a communication
link between the generator to control them. In this section, the same philosophy is used to
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ensure proper distribution of total power between parallel connected inverters in islanded
system. Similarly, a droop in the voltage with reactive power is used to ensure reactive
power sharing among DERs.
The P-f droop characteristic is shown in Fig.4.10 and it is also defined mathematically as
given in equation (4.50) [35],
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communication. This is achieved in conventional power systems with multiple 
generators by introducing a droop in the frequency of each generator with the real 
power P  delivered by the generator. This permits each generator to take up changes 
in total load in a manner determined by its frequency droop characteristics and 
essentially utilizes the system frequency as a communication link between the 
generator control systems. In this chapter, the same philosophy is used to ensure 
reasonable distribution of total power between parallel connected inverters in a 
islanded system. Similarly, a droop in the voltage with reactive power is used to 
ensure reactive power sharing.[16] 
Unlike synchronous machines, the power inverters present neither a natural 
connection between frequency and output power nor connection between output 
voltage and reactive output power. To enable parallel operation, the output frequency 
(ω ) and output voltage ( E ) of each VSI will be controlled by the droop 
characteristics defined by (3.3) and (3.4) and shown in Fig. 3.3.   
 * mPω ω= −  (3.3) 
 *E E nQ= −  (3.4) 
where, 
*ω  and *E  are frequency and amplitude of output voltage of a VSI 
under no load conditions, 
m and n are droop coefficients for the frequency and amplitude of 
output voltage, respectively. 
 
 
ω
*ω
* mPω ω= −
P
maxP
E
*E
*E E nQ= −
Q
maxQ
E∆ω∆
 
Fig. 3.3. Static droop characteristics of P ω−  and Q E− respectively. 
Figure 4.10: Static droop characteristics of P-f and Q-V droops respectively
ω = ω∗ −mP (4.50)
Where,
ω∗ is the rated frequency of a VSI under no load condition and,
m is a droop coefficient for P-f droop.
2) Reactive power (Q) Vs. Voltage (V) droop
Voltage regulation is necessary for local reliability and stability. Without local volt-
age control, system with high penetration of microsources can experience voltage and/ or
reactive power oscillations. Voltage control requires care to insure that there are not large
circulating reactive currents between sources. The issues are identical to those encoun-
tered in the control of large synchronous generators. In the power grid the impedance
between generators is usually large enough to greatly reducing the possibility of circulat-
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ing currents. In a microgrid, which is typically radial, the problem of large circulating
reactive currents is immense. With small errors in voltage set points the circulating cur-
rents can exceed the ratings of the microsources. To prevent from such a situation reactive
power Vs. voltage droop control is used. The function of the basic Q-V droop control is
shown in Fig.4.10. As shown in Fig.4.10., the reactive power Vs. voltage droop is designed
such that when the reactive power requirement is zero, the terminal voltage of a DER
is maintained at its rated voltage value. The droop value is set such that when reactive
power requirement increases from its zero to maximum value, the terminal voltage falls
from it rated value E∗ to a value of 0.94E∗, which is allowable according to 6% voltage
regulation as per standard in distribution system.
The Q-V droop characteristic is shown in Fig.4.10 and it is also defined mathematically
by equation (4.51),
E = E∗ − nQ (4.51)
Where,
E∗ is the rated amplitude of the output voltage of a VSI under no load condition, and
n is a droop coefficient for Q-V droop.
Reference voltage calculation from P-f and Q-V droop
If two or more DER units actively participate in grid stabilization and voltage regu-
lation, then frequency-droop and voltage-droop control strategies are used. The control
strategies decide the components of real and reactive powers to be shared by DERs based
on the droop characteristics and load level, such that the voltage and frequency of the
microgrid may deviate from their rated values within acceptable limits.
As shown in Fig.4.8 the DER unit is connected with a common bus through a PEI (power
electronics interface) and a passive LC filter. The output voltage across the filter capaci-
tor and the current through the filter inductor are measured through voltage and current
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Figure 4.11: PCC terminal voltage calculation
sensors respectively. From Fig.4.11 it is clear that the sensed voltages and currents are
converted into dqo reference frame by using equation,
−→
f (t) = (fd + jfq)e
jρ(t). These volt-
ages and currents of dq reference frame are fed to the power calculation block as shown
in Fig.4.11. The Power calculation block calculates instantaneous real power (P) and re-
active power (Q) [based on equations (4.46) and (4.48)], in dq reference frame, delivered
by the DER unit at a common bus. From Fig.4.11 it is clear that by using P-f and Q-V
static droop characteristic it is possible to get the reference value of frequency and voltage
that need to be maintained at the common bus. If the bus voltage and frequency are not
maintained at these values, then power delivered by the source may exceed its capacity in
the case of large power requirement by the system. In other words, when the voltage and
frequency are not maintained at required level, the power delivered by the source exceeds
its capacity, if the requirement of the loads are too large. By using this reference voltage
and reference frequency, a-phase reference modulating waveform is generated. By delaying
this waveform by 120◦ and 240◦ respectively, b-phase and c-phase reference modulating
waveforms are developed. [Vm sinω(t), Vm sin(ω(t)− 120), Vm sin(ω(t)− 240)]. After get-
ting three reference modulating waveforms, we are converting them from abc to dq domain
as shown in Fig.4.11. So, we are getting d and q axis modulating reference waveforms Vm
and Vn respectively.
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Now, it is clear that in the islanded mode, the control of DER unit involves regula-
tion of PCC line to neutral voltage magnitude. Suppose, the PCC line to neutral voltage
magnitude value is Vsdref and it is need to be maintained according to the system requisite.
As shown in Fig.4.11, we are generating Vsdref by using equation(4.52) and taking Vsqref
settles down to zero in steady state. The advantage of taking Vsqref= 0, is clear from the
output voltage magnitude equation, |Vˆs| =
√
(V 2sd + V
2
sq). Therefore, the regulation of the
PCC voltage magnitude boils down to that of Vsd as Vsqref= 0. So, the magnitude of the
PCC voltage is solely controlled by Vsdref . It means the PCC voltage magnitude can be
controlled by single control input Vsdref .
Vsdref =
√
V 2m + V
2
n (4.52)
Now, these Vsdref and Vsqref values are fed to the voltage controller as references, and they
are compared with actual Vsd and Vsq values. This comparison generates error signals.
These error signals are given to the voltage controller as discussed in Section(4.1.1.b) and
it will generate reference Isdref and Isqref values for the current controller. These values
are compared with actual current through the inductor of filter, i.e., Isd and Isq values.
These comparison also generates error signals and these errors are rectified by current
controller by generating d and q axis modulating waveforms as shown in Fig.4.8. Now,
these d and q axis modulating waveforms are converted into three modulating waveforms
of abc domain by dq0 to abc transformation. As shown in Fig.4.8, these three modulating
waveforms ma, mb and mc are used as reference signals for PWM techniques to generate
desired PCC voltage magnitude.
4.1.3 Modeling and control of islanded microgrid
Based on the control strategies developed in Sections 4.1.1 and 4.1.2, in this section, is-
landed microgrid has been designed. It consists of a seven bus and eight lines system,
among which there are five generator buses and two load buses as shown in Fig.4.12.
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Figure 4.12: Islanded microgrid with a seven bus and eight lines network
It is clear from above discussion that during islanded operation of a grid, the terminal
voltage and frequency at each bus has to be controlled within acceptable limits. As shown
in Fig.12 the microsource-1 is connected to bus-1, microsources-2 and 6 are connected to
bus-2, microsource-3 is connected to bus-3, microsources-4 and 7 are connected to bus-4,
microsource-5 is connected to bus-5, and, bus 6 and 7 are the load buses. It is also visible
from Fig.4.12 that, the entire microgrid is connected with the utility grid through a step
down transformer at PCC.
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Primary control tasks in islanded microgrid
As discussed previously, during islanded operation the whole grid is disconnected from
the utility grid. In islanded operation there should be a balance between generation and
load, otherwise the system may loose its stability. In other words, the power generated
by DGs should be sufficient to meet the load requirement and also the losses occurring
in the system. If the generation Pgen is lesser than summation of load power Pload and
losses Ploss (Pgen < Pload + Ploss), some non critical loads have to be switched off. As a
result, the critical loads are going to survive during islanded operation. To do this work,
segregation of loads has to be carried out for the design of islanded microgrid. So, loads
are distributed according to their criticality. But, if the generation Pgen is greater than
summation of load power Pload and losses Ploss (Pgen > Pload + Ploss), the surplus amount
of power generated in a microgrid can be used for charging of storage devices, such as
batteries, SMES (Superconducting Magnetic Energy Storage) and so on; the stored power
can be used during deficit of power.
The second main challenge is that, the terminal voltage and frequency at each bus has
to be within tolerable limits. This control task can be full-filled by an inner current and
outer voltage loop control. By using these control strategies with the incursion of the feed
forward and the ratio control in dq domain, higher degree of accuracy has been obtained.
The simulation results are obtained for the same and discussed in Chapter 5 [36].
In islanded mode the total loads are shared by all the microsources. Each microsource
shares the load, depending on their droop setting and the reactance value which is seen
between a source and the load bus. The microsource which has a large reactance between
its terminal to feeding end point should share less power compare to the others and it is
also true that the microsource which has a small value of droop co-efficient should share
more power compares to the others. Because of droop controller the load sharing becomes
uniform, i.e., it is not possible to have some sources in overloading condition and the rest
on under loading condition. As a result of droop setting, each source shares the load
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according to its capacity [droop setting]. The droop setting has been done by central
controller according to the power required by the load and the generation capacity of the
microsources. The above statement is verified from the simulation results as discussed in
Chapter 5.
Because of the separate microsource controller (MC) for each micro source, plug and play
operation is possible and we can separately maintain the terminal voltage of each source
as per our requirements. The central controller gives commands to each microsource con-
troller i.e., the central controller gives the Vref and fref values to the microsource controller
of each microsource. Hence, according to these references each microsource maintains its
terminal voltages and frequency at this value in islanded mode. If we change Vsdref (i.e.
reference value for terminal voltage) the controller should take necessary action and change
the value of terminal voltage from the present value to a new reference value within a
fraction of a second; This can be achieved by modeling the controller accurately. All the
results are briefly explained in Chapter 5.
After the proper design of controller for islanded mode, the stability of the grid has to be
maintained, in spite of occurrence of the faults, sudden change in large loads, unbalance
loads and so on. So, by proper co-ordination and control of each microsource through its
controller which is controlled by a central controller, a great stability, load sharing can be
achieved successfully. This is also observed in results discussed in Chapter 5.
The control strategy presented in islanded mode takes advantage of suitable feed-forward
compensation techniques to mitigate the impact of load dynamics, inherent inter-couplings
and nonlinearities of the control system.
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4.2 Grid-Connected Distributed Energy Resources [Grid-
Connected Microgrids]
Many of the forms of new and renewable energy are not natural 50 Hz source and the
question arises of how to incorporate them into a standard electricity grid. Most of this
technology (PV panels, high-speed microturbines and fuel cells) has an inverter as a grid
interface. Inverter-interfaced generators are not yet that mature and the modeling of
inverters for network stability studies requires much more work, if grid stability is to be
ensured with high penetrations of distributed generation (DG). A DG unit affects the
system stability by generating or consuming active and reactive power [14]. Therefore,
power control performance of the DG unit determines its impact on the utility grid it
connects to. If the power control performance is good, the DG unit can be used as means
to enhance the system stability and improve power quality; otherwise it could undermine
the system stability. In grid-connected mode, the system looks like as shown in Fig.4.13.
This section presents a power control method for a grid-connected voltage source inverter
which achieves good P, Q decoupling and fast power response.
 
VSI LC Filter 
Grid 
Load 
Vdc 
PCC 
sP
sQ
Figure 4.13: Block diagram of the grid connected system
In situations where a strong network connection is available, that is, a connection
point with an already tightly regulated voltage and frequency, it is common to export
power into that connection through setting a current reference for the inverter. That
reference can represent any combination of real and reactive power. The exported power
will not significantly influence the voltage or frequency at the point of connection. It is
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also assumed that Vsabc is balanced, sinusoidal and of a relatively constant frequency. The
VSC system exchanges real and reactive power components Ps(t) and Qs(t) with the AC
system, at the point of common coupling (PCC). Hence, the control task is to maintain
real and reactive power control in grid connected mode.
Control task:
The VSC DC side is connected in parallel with a DC voltage source and
the objective is to control the instantaneous real and reactive powers that the
VSC system exchanges with the AC system. Firstly, when single DER unit
is connected in grid-connected mode, the main control objective is to regu-
late real and reactive powers sharing between source and utility grid while
maintaining voltage and frequency within permissible limits at PCC. Some
researchers have mentioned that this control task can be done in ABC do-
main by using voltage control scheme, as real power can be controlled by
controlling phase angle δ and the reactive power can be controlled by varying
the amplitude of the PCC voltage. In this method, real and reactive power
should be decoupled only when there is a small difference in the phase and
amplitude between the inverter terminal voltage and PCC voltage otherwise,
it is difficult to control real and reactive power independently as they are mu-
tually coupled with each other. The project work concentrates on control of
real and reactive powers shared by each microsource to the utility grid based
on the current control schemes adopted in dq domain instead of ABC domain
with the incorporation of feed forward and ratio control along with feed back
loop control. It is observed that this schemes gives better performance than
the work discussed by other researchers. The simulation results are briefly
explained in Chapter 5. In the next section, controlling of a multisource in
grid connected mode has been explained. Finally, at the end of this section,
a seven bus microgrid system operating in grid-connected mode has been de-
signed. Simulations have been carried out on MATLAB SIMULINK and the
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results are discussed in Chapter 5.
4.2.1 Modeling and control of single DER unit in grid-connected
mode
A single line diagram for grid-connected DER is shown in Fig.4.14 and its schematic
diagram with closed loop control scheme is shown in Fig.4.15.
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Figure 4.14: SLD for grid connected DER
Fig.4.14 shows single DER unit is connected to utility grid through a current con-
trolled voltage source converter (VSC) and three phase LC filter. The components L and
Cf represent the inductance and capacitance of the filter. R Models the ohmic loss of
filter inductor and also includes the effect of the on-state resistance of the VSI switches.
Fig.4.15 illustrates that the control is performed in a rotating dq0 reference frame and in
the grid connected mode of operation, Vsabc is dictated by the grid. In this case, ρ and ω
represent the phase-angle of the PCC voltage and power system frequency, respectively.
In the first part of this section, design of controller for real and reactive power flow
[37], has been explained. In the later part, current control scheme in dq domain has been
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Figure 4.15: Schematic diagram for grid connected DER with closed loop control scheme
discussed for single DER in grid connected mode.
a) Task : Design of controller for real and reactive power flow, based on
dq-reference frame.
There are two methods for real and reactive power control, the first method is voltage
mode control and the second one is current mode control. Here we have adopted current
mode control approach due to the following reasons against voltage mode control. In a
voltage controlled VSC system the real and reactive power are controlled respectively by
the phase angle and the amplitude of the VSC AC side terminal voltage relative to the
PCC voltage. If the amplitude and phase angle of Vtabc are close to those of Vsabc, the
real and reactive powers are almost decoupled and two independent compensators can
be employed for their control. Although the voltage-mode control is simple, the current
mode control has been adopted due to the reasons that have already been discussed in
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the Section 4.1.1.a.
Controller for real and reactive power flow
From Chapter 3, where formulation of real and reactive powers are discussed, it is known
that the real and reactive powers in dq domain are given by the following equations.
P (s) =
3
2
[vsdid + vsqiq] (4.53)
Q(s) =
3
2
[−vsdiq + vsqid] (4.54)
As discussed earlier, if the PCC voltage is balanced, then in steady state, Vsq equals to
zero and Vsd becomes equal to the amplitude of the PCC line-to-neutral voltage. Now,
substituting Vsq= 0 in above equations,
P (s) =
3
2
vsdid (4.55)
Q(s) = −3
2
vsdiq (4.56)
The PCC voltage, |Vˆs| =
√
(V 2sd + V
2
sq), becomes,
|Vˆs| = Vsd (4.57)
Here, Vˆs is the peak value of the line-to-neutral voltage of the PCC and is assumed to
be constant, as it is desirable to maintain the terminal voltage constant for the stable
operation of distribution system. Therefore, from equations (4.55), (4.56) it is clear that
the real and reactive powers are proportional to id and iq, respectively.
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Based on the desired real and reactive powers (Psref and Qsref ), which are going to
be delivered by the microsources, idref and iqref are calculated from equations (4.55) and
(4.56). These values are the reference inputs to the VSC current-control scheme as shown
in Fig.4.15. Then, id and iq track idref and iqref . These idref and iqref are based on Psref
and Qsref .
The control block diagram of the current reference signal generator is shown in Fig.4.16.
 
 Ref Current Generator 
srefP
 
srefQ
SV
^
3
2
 
SV
^
3
2
drefi
qrefi
Figure 4.16: Control block diagram of the current reference signal generator
Now, from equations (4.27) and (4.28), it can be written,
Ps(t) = Gj(t)Psref (t) (4.58)
Qs(t) = Gj(t)Qsref (t) (4.59)
where, Psref= (3/2)V̂sidref and Qsref= −(3/2)V̂siqref
Therefore,
Ps(s)
Psref (s)
=
Qs(s)
Qsref (s)
= Gj(s) (4.60)
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That is, Ps and Qs track their respective reference commands based on the transfer func-
tion Gi(s), which is a first order transfer function with a time constant of τi.
Results : After design of controller for the real and reactive power flow, the reference
values have been found for the VSC current controller.
b) Task : Design of VSC current controller based on dq-reference frame.
The design of VSC current controller is same as discussed in Section 4.1.1.a. Here,
controller for real and reactive power flow generates the current reference values for cur-
rent controller. This reference current is compared with the actual current and the error
which is generated from this comparison is fed to current controller to change the value
of the current and nullify the error by taking appropriate control action.
Results : From the current control analysis, the controller parameter values have been
found. After doing modeling and analysis of single DER in grid connected mode, real and
reactive powers delivered by the microsource to the grid are controlled by changing the
Psref and Qsref values.
4.2.2 Modeling and control of multi DER units in grid-connected
mode
A single line diagram of two DER units connected in grid is shown in Fig.4.17, and its
schematic diagram of multi sources connected to a grid is shown in Fig.4.18
In grid connected mode of multi sources the control signals [Psref and Qsref ] for each
microsource have been given by central controller (CC). The function of the controller
for real and reactive power flow and VSC current controller are same as discussed in the
previous section. The results for real and reactive power delivered by the multisources
are discussed in Chapter 5.
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Figure 4.17: SLD of two DERs connected in grid connected mode
Results : By selecting proper reference values of the controller for real and reactive
powers for each microsource, better performance of the distribution system in terms of
stability, has been achieved.
4.2.3 Modeling and control of grid-connected microgrid
Based on the control strategies developed in Sections 4.1.1 and 4.1.2, in this section, de-
sign of grid connected microgrid has been discussed. The control strategy presented in
grid connected mode takes advantage of suitable feed-forward compensation techniques
to mitigate the impact of load dynamics, inherent inter-couplings, and nonlinearities of
the control system. It consists of a seven bus system, among seven bus five are generator
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Figure 4.18: Schematic diagram of multi sources connected to a grid
bus and two are load buses as shown in Fig.4.12. In Fig.4.12 when S= 1 it is in grid
connected mode otherwise it is in islanded mode [38],[39].
It is clear from above discussion that during grid connected operation of a microgrid,
the real and reactive powers share between grid and microsources have to be controlled to
maintain the stability of a grid. As shown in Fig.4.12, the microsource-1 is connected to
bus-1, microsources-2 and 6 are connected to bus-2, microsource-3 is connected to bus-3,
microsources-4 and 7 are connected to bus-4, microsource-5 is connected to bus-5 and
buses 6 and 7 are the load buses. A microgrid connects with the utility grid at PCC
through a step down transformer. A static switch is also required for connecting or dis-
connecting of microgrid with utility grid.
Primary control tasks in grid-connected mode of a microgrid
As discussed previously, during grid connected operation the whole grid is connected
to the utility grid and all microsources share the real and reactive power as per given
reference value to each source. The control task of sharing real and reactive power with
grid has to be full-filled by the controller for real and reactive power flow and VSC current
controller, with the incursion of the feed forward and the ratio control. Here the primary
condition is that the source which are going to feed current into the grid should not have
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a THD grater than 5%. The simulation are carried out for the same and the results are
discussed in Chapter 5.
After proper design of the controller for grid connected mode, the stability of the grid has
to be maintained, in spite of occurrence of the faults, sudden change in large loads, un-
balance loads, etc. So, by proper co-ordination and control of each microsource through
its controller which is controlled by a central controller, a greater stability and proper
load sharing have been achieved successfully. This is also observed in results discussed in
Chapter 5.
4.3 Switching from Islanded to Grid-Connected Mode
of the Entire Microgrid and Vice Versa
The importance and operation of microgrid in islanded as well as in grid connected mode
has been discussed briefly in the previous part. The Fig.4.19 indicates the single line
diagram of a microsource which may be connected in grid or islanded mode. As shown
in Fig.4.19, if mode of operation is changed, then the control logic ought to be changed
according to the mode of operation.
Based on the control strategies developed in above sections, a microgrid, consisting of
seven buses and eight lines, has been designed for operation on both modes depending
on the control signal given by central controller (CC). As shown in Fig.4.20., there is one
master controller named as central controller (CC) and each source has two controllers: 1)
Islanded Mode Controller (IMC) and, 2) Grid-connected Mode Controller (GMC). When
islanded mode of operation has been desired, the central controller gives command to all
islanded microsource controllers such that all microsources are going to operate in islanded
mode. if the grid connected mode operation is desired then CC gives command to all grid
connected controller such that all microsources are going to operate in grid connected
mode. This idea is also very much clear from Fig.4.20. The MATLAB/SIMULINK
circuit for a seven buses and eight lines microgrid is shown in Fig.4.21.
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Figure 4.19: SLD of a microsource in grid connected/ islanded mode
For getting closed view of control task, its better to see the control logics for single
microsource which may be connected in grid or islanded mode as per the system require-
ment. The control logic for single source is shown in Fig.4.22.
Need for change of mode
Normally, microgrid is operates in grid connected mode. The advantage for grid con-
nected mode is that, the deficit power can be taken from utility grid, so the loads are
supplied without any power interruption. It also provides power to the utility grid when,
there is a surplus amount of power generation in the microgrid. When there are some
faults, stability problems or non-favorable circumstances in the utility grid, the microgrid
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goes into islanded mode of operation. After clearance of such un-favorable conditions mi-
crogrid again goes back to grid connected mode. Thus, the control task has to be changed
according to the change of mode, otherwise it will damage the microsources, PEIs or loads
[40],[41].
Here, two separate control strategies have been developed for both modes of operation as
shown in Fig.4.19. Hence, when microgrid is in islanded mode ,the islanded mode control
strategy has been adopted and when it is in grid connected mode, the grid connected mode
control strategy has been used. The control strategy selection (task) has to be made by
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 Figure 4.21: Matlab simulation circuit for seven bus microgrid network with all kinds of
controllers
central controller (CC) and corresponding signal has to be sent to all local microsource
controllers (MC).
The main challenge during change of operating mode is synchronization of microgrid with
utility grid because there may be difference in frequency, amplitude or phase of voltage.
Due to this problem there may be sharp transients produced during change of mode and
it will damage the controllers, PEIs, critical loads and so on. Hence, the precaution has
to be taken against this problem. There should be a proper match of voltage magnitude,
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Figure 4.22: Control logic for single microsource in a microgrid
phase and frequency between utility grid and microgrid. The control strategy should be
strong enough to mitigate such kinds of problems. In Chapter 5 the change of operating
mode is simulated and its effect and simulation results are discussed in brief.
4.4 Summary
This chapter has discussed, the control of single DER unit, multi DER units and the entire
microgrid in islanded and grid connected modes. Initially, the modeling and control of
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single DER unit, multi DER units and the entire microgrid in islanded mode is discussed.
The control strategy presented in islanded mode takes advantages of suitable feed-forward
compensation technique to mitigate the impact of load dynamics, inherent inter-couplings
and nonlinearities of the control system. Next, the VSI operates as a current controlled
current source in grid connected mode is discussed. The design of controller for real and
reactive power flow in conjunction with VSC current control method has been designed
such that, it injects real and reactive powers according to set reference values into the
grid. Finally, in this chapter operation and behavior of entire microgrid during change of
operating mode is discussed.
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Chapter 5
Results and Discussions
This chapter discusses the drawn simulation results, which were used to verify the design
model of controllers for grid connected mode or islanded mode of microgrids. In this
chapter firstly, closed loop dc-dc boost converter with PI controller has been simulated.
Then, three phase current controlled VSI has been simulated for islanded and grid con-
nected application. Further, single DER unit, multiple DER units and entire microgrid
are simulated for both islanded and grid connected modes. Finally, at the end of this
chapter, entire microgrid has been simulated during switching from one mode to other
mode of operation. All simulation results are discussed based on the described theories
and control algorithm from Chapter 2 to Chapter 4.
5.1 PI Controlled Close Loop DC-DC Converter
Simulation study is needed to verify the control structure presented in Chapter 2 for
the designed close loop dc-dc converter and to show the proper working of the designed
controller. Hence, to demonstrate the performance of PI controller, simulation study is
carried out on Matlab/Simulink. The system parameters considered for the simulation
are given in Table 5.1.
Fig.5.1 shows the behavior of the output voltages of the dc-dc boost converter without
having any control on its duty ratio and Fig.5.2 shows the output voltage of the boost
converter with PI controller. Fig.5.1 and Fig.5.2 represents the output voltage of the
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Table 5.1: System Parameters which are Considered in a Boost Converter Simulation
Parameter Value
Input voltage (V1) 192 V
Output voltage (Vo) 814 V
Duty ratio D 0.76
Power rating 120 KW
Filter inductor (L) 0.14 H
Filter capacitor (C) 0.048 F
Load resistance (R) 5.52 Ω
Output voltage ripple (P-P) 0.25 V
Output current ripple (P-P) 0.1 A
Switching frequency fs 10 KHz
Proportional gain of controller (Kp) 6.75× 10−5
Integral gain of controller (Ki) 1.36× 10−4
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Figure 5.1: Output voltage of the boost converter without controller
boost converter against the variation in the input voltage. As we want to have constant
dc bus voltage (814 Vdc) but from Fig.5.1 it can easily be observed that the output voltage
gets changed as input voltage is changed. Fig.5.2 shows that the designed PI controller is
working nicely and a good range of control in variation of the input voltage is achieved.
The DC-DC boost converter with PI controller gives a controlled output of 814 V when
the input voltage is 97 V and 388 V. This is a range for a designed controller gives a proper
output voltage with an acceptable transient period. Here, D, L and C values are derived
such that the hardware implementation based on these values is possible, and it also gives
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Figure 5.2: Output voltage of the boost converter with controller
the same results as shown in simulation. From the simulation results its clear that PI
controller based DC-DC boost converter, which is explained in Chapter 2, is giving the
desired performance.
5.2 Results of the Designed LC Filter
A power filter is used to meet the imposed utility distortion limits, to avoid parallel res-
onance and to improve the power quality. Moreover, Passive harmonic filters are often
used to reduce voltage harmonics and current distortions in the distributed generation
system. A series inductor (L) and a parallel capacitor (Cf ) are used to attenuate any
frequency above 50 Hz. The designing of this filter has been explained in Chapter 2.
As seen in the Fig.5.3, the inverter successfully converted the input DC voltage, which
is supplied by a DG source, into an AC voltage. The inverter initially produces a PWM
wave which develops due to the uni-polar switching of the IGBT-diodes of inverter. The
pulse width modulator uses the carrier frequency which is very high compare to the
modulating waveform. Therefore, it is very essential to attenuate such a high frequency
especially when the voltage is being supplied to the load and utility grid. The utility grid
having a frequency of 50 Hz, it is only feasible to allow signals with frequency up to 50
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Figure 5.3: Inverter output voltages (3-phase) before filter and Zoomed view of inverter
output voltages (1-phase) before filter
Hz and eliminate any higher order frequencies. From the sinusoidal wave, we can observe
that the resultant waveform has been successfully tuned to 50 Hz.
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Figure 5.4: Inverter output voltages (3-phase) after filter
As explained in Chapter 2, the passive LC filter components have been designed such
a way that it can eliminate all higher order harmonics having a frequency value equal to
or greater than switching frequency. Practically, it is not possible to have a pure L and
Cf values for physically implementation of a passive filter. So, to achieve more realistic
simulation results, the non-ideality of L, Cf and IGBT switches are considered by inserting
a resistance R in series with L. It is clearly observed from Fig.5.4 that the designed LC-
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filter works nicely for a given values,
L= 0.1 mH
C= 2.5 mF
R= 1 Ω
Using the derived equation (2.32) and (2.33) in Chapter 2, the transfer function for
the LC -filter can be determined in such a way that it shows its stability.
G(S) =
1
2.5× 10−7S2 + 1× 10−4S + 1 → For islanded mode
G(S) =
1
0.1× 10−3S + 1 → For gridconnected mode
The second order two pole resonant LC filter characteristic of Fig.5.5 has a -40
dB/decade slope in gain magnitude above the corner (resonant) frequency and a total
phase lag of 180 degrees. The gain characteristic has a peak which varies with the Q of
the resonant circuit. This is of little importance unless the resonant frequency is close
to the loop gain crossover frequency, when it could eliminate the gain margin and cause
instability. As shown in Fig.5.5 it is easily observed that the higher order frequency com-
ponents get attenuated very quickly. Fig.5.6 shows the root-locus plot of the LC filter, it
proves that the designed filter is stable for all the values of gain. Fig.5.7 and Fig.5.8 show
the bode plot and root-locus plot of the LC filter for grid connected mode of operation,
they also proves that the designed filter is stable for all the values of gain.
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Figure 5.5: Bode plot of the designed LC filter for islanded mode
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Figure 5.6: Root-locus plot of the designed LC filter for islanded mode
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Figure 5.8: Root-locus plot of the designed LC filter for grid connected mode
According to IEEE 519 standard, the harmonic order greater than 35 must not exceed
0.3% of rated current and the current/ voltage THD should not greater than 5%. From
Fig.5.9 it is clear that the voltage THD is less than 5%, hence we can say, the designed
LC filter also follows the standards.
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Figure 5.9: FFT analysis for THD of filter output voltage at no load
5.3 Control of Single DER Unit in Islanded Mode
The proposed control strategy for controlling of single DER unit in islanded mode is
developed using MATLAB SIMULINK. As explained the control strategy in Chapter 4,
based on that simulation results are carried out. Results and discussions on islanded DER
unit are described in the following manner.
• based on load conditions;
1. no load condition;
2. balance load condition which is stepped up after few seconds;
3. non-linear load condition;
4. shared balance and non-linear load condition.
• based on fault condition.
• based on controller reference set point.
1. changed in Vsdref
The DER unit parameters are L= 0.1 mH, Cf= 2.5 mF, VDC= 1200 V, Vsdref= 230
Vrms [326 VP−P ], vsqref= 0 V, f= 50 Hz. Using derived equation (4.16) in Chapter 4, the
transfer functions of the current control compensators,
kd(s) = kq(s) =
0.2s+ 4.14
s
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The parameters which are used to develop a whole control model are given in Table 5.2.
Table 5.2: System Parameters which are Considered in Islanded System
Parameter Value
Nominal phase voltage at PCC 230 Vrms
Grid frequency 50 Hz
DC bus voltage 1200 V
Filter inductance 0.1 mH
Filter capacitance 2.5 mF
Filter resistor (R) 2.07 mΩ
Switching frequency 1.8 KHz
PLL proportional gain (kp) 180
PLL integral gain (ki) 3200
PLL differential gain (kd) 1
d-axis voltage loop controller (K(s)) proportional gain (Kp) 1.673
d-axis voltage loop controller (K(s)) integral gain (Ki) 374.752
q-axis voltage loop controller (K(s)) proportional gain (Kp) 1.673
q-axis voltage loop controller (K(s)) integral gain (Ki) 374.752
d-axis current loop controller (Kd(s)) proportional gain (Kp) 0.2
d-axis current loop controller (Kd(s)) integral gain (Ki) 4.14
q-axis current loop controller (Kq(s)) proportional gain (Kp) 0.2
q-axis current loop controller (Kq(s)) integral gain (Ki) 4.14
5.3.1 Based on the load condition
No load condition
According to the standards for distribution system, if the load changes from no load to
full load condition, the terminal voltage of the DG source should not fall below 6% of its
rated value. Generally when the inverter is not connected to the load, current flows out of
the inverter will be zero. It means, it doesn’t participate to supply any active or reactive
powers but the output voltage has to be pure sinusoidal.
Fig.5.10 shows the output voltages measured after the filter for no load condition.
The output voltages of the inverter are fed to the control loop as explained in Chapter
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Figure 5.10: Inverter output voltage at no load condition
4. The waveform has a very small transient period which is acceptable. It indicates
the capability of feed forward compensation and dynamically decoupling with the load.
During the starting of VSI, there is an initial transient as the controllers act to establish
the requested PCC voltages. The waveform has 230 Vrms and very lesser THD. Fig.5.11
is presented to show the output frequency at no load is maintained at 50 Hz.
Balanced load condition which stepped up after 0.5 seconds
Two types of passive loads were used to evaluate the system performance under different
loading conditions.
Load 1: PR1= 200KW, PL1= 0.5 KVAR, PC1= 0.1 KVAR
Load 2: PR2= 90KW, PL2= 0.2 KVAR, PC2= 0 KVAR
Stepping the load during islanded mode of operation is investigated in this section.
The working of the designed controller is shown in Fig.5.12. Initially the VSI supplies the
balance load-1. It can be seen that as we stepped up the load by inserting the balance
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load-2 in conjunction with the load-1, controller controls the inverter such that, it keeps
supplying 230 Vrms at PCC. The load stepped up at 0.45 sec is clearly understood from
Fig.5.12. The distortions in voltages occur at 0.45 second for a few milliseconds. Fig.5.13
shows the zoomed in graph of Fig.5.12 at 0.45 seconds. The load currents got changed
from 400A to 600A at 0.45 second as load changed which is shown in Fig.5.12. Fig.5.13
shows the zoomed in graph for load currents at 0.45 second and it takes few milliseconds
to get settle down. Load currents have initial transient period of less than 0.1 seconds
which is acceptable according to the standards. Fig.5.14 got by doing the FFT analysis
in MATLAB SIMULINK. As shown in Fig.5.14 the THDs for load voltages and load
currents are approximately 1.27% and 1.33% respectively, which are less than 5% as per
the standards for distribution system. As seen in Fig.5.12, it is investigated that as the
0 0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4 0.45
49.5
49.6
49.7
49.8
49.9
50
50.1
50.2
50.3
50.4
50.5
Time
Fr
eq
ue
nc
y 
(H
z)
No load frequency at PCC
 
 
Frequency
Figure 5.11: Inverter output frequency at no load condition
load steps up, the real power stepped up at 0.45 seconds and the frequency gets affected
for a few seconds but it is within permissible limits of ± 0.5 Hz. In the islanded mode of
operation we want our output voltage and frequency need to be stay within acceptable
limits. Here, we can observe that the frequency and voltages are constant in spite of
change in load. Therefore, the aim of voltage and current controller to maintain the PCC
voltage and frequency at constant level during islanding mode is achieved successfully.
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Figure 5.12: Phase voltages and currents at PCC for load stepping at 0.45 sec
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Figure 5.13: Zoomed view of phase voltages and currents at PCC for load stepping at
0.45 sec
Under non-linear load condition
As explained the control strategy in Chapter 4, we got the satisfied results for balanced
load. Here we replaced the balance load with the nonlinear load, the output voltages
without controller for this condition is shown in Fig.5.16. In the Fig.5.16 the peak of the
voltages at PCC went to 500 V, which is not in our requirement. It may create problems
to the load side. Moreover, from the Fig.5.16 it is also clear that due to nonlinearity of
the loads, the voltage and current waveforms are distorted from its sinusoidal nature. To
avoid this situation we provide feedback path to the inverter switching using designed
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Figure 5.14: Voltage and current THDs at PCC
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Figure 5.15: Real and reactive powers at PCC / Frequency at PCC for load stepping at
0.45 sec
controller such that peak comes down to 326 V and voltage waveform should maintain
its sinusoidal nature within permissible time limits. The output voltages and currents at
PCC using a controller is shown in Fig.5.17. From Fig.5.16 and Fig.5.17, it is obvious
that the output load voltages, with controllers, are having a less THDs compare to the
output voltages without controller.
The load currents don’t get much affected by the controller. We have seen that for
a non-linear load our designed controller is working properly. But as we know it is not
necessary that it works properly for as non-linear load generates unbalancing in load
currents which force neutral current to flow through the circuit. Hence, the current
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strategy needs to be restructured as positive, negative and zero sequence components of
the phase currents ought to be considered, so each phase have three controllers. This is
not developed here.
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Figure 5.16: Phase voltages and currents at PCC without control for nonlinear load
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Figure 5.17: Phase voltages and currents at PCC with control for nonlinear load
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Shared balanced and non-linear load condition
In this section, the VSI output is being shared with balance and non-linear load. The
voltages and currents at PCC without controller and with controller are shown in Fig.5.18
and Fig.5.19 respectively. The voltage amplitude at PCC remains to peak of 326 V in
the case of VSI with controller, while in the case of VSI without controller the voltage
amplitude at PCC went to peak of 500 V and it is not the desired value, according to the
required value of voltage at PCC. It shows that designed controller is working properly.
Fig.5.18 shows the voltages and currents at PCC without using controller. The waveforms
are deteriorating from their sinusoidal wave shape. It is also visible from Fig.5.18 and
Fig.5.19 that the waveforms with controller having a less THDs compare to the waveforms
without controller.
0 0.05 0.1 0.15
−1000
−500
0
500
1000
Time
V
an
,V
bn
,V
cn
Phase voltages at PCC for nonlinear + balanced load without controller
 
 
0 0.05 0.1 0.15
−40
−20
0
20
40
Time
ila
,il
b,
ilc
Currents at pcc for nonlinear + balanced load without controller
 
 
Van
Vbn
Vcn
ila
ilb
ilc
Figure 5.18: Phase voltages and currents at PCC without control while sharing balanced
and non linear load
Due to the presence of nonlinear load circuit, power factor becomes poor so, it will
draw more current from the source, as a result there would be a more losses in the system.
Having considering this point, to reduce the reactive power requirements of the system we
have taken Vsqref = 0. Consequently, the reactive power requirements of the system has
been reduced hence the circuit power factor gets improved and it will draw less current
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from the source, thus system losses will be reduced. Here from Fig.5.18 and Fig.5.19,
it is clear that with controller the load current requirement gets reduced than without
controller. Thus, the system efficiency would be improved.
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Figure 5.19: Phase voltages, currents and frequency at PCC with control while sharing
balanced and non linear load
5.3.2 Fault condition
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Figure 5.20: Phase voltages and its zoomed view at PCC for LG fault created at 0.3 sec
and cleared at 0.6 sec
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For showing the rigidity of the designed controller; an LG fault has been created on
R- phase at 0.3 sec and it was cleared at 0.6 sec. Fig.5.20 shows the phase voltages at
PCC and its zoomed view. It is observed that the controller could maintain the PCC
voltage at peak of 326 V before and after experienced of an unbalanced condition, while
the system without controller may lose its stability after having an experience of such an
uncertain circumstances.
5.3.3 Based on the controller reference set point
Change in the reference voltage set point of a controller (Vsdref )
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Figure 5.21: Phase voltages and its zoomed view at PCC for a changed in Vsdref to a peak
of 525 V
Fig.5.21 is presented to show the beauty of a designed controller. As we change the set
point of the controller, i.e. (Vsdref ), the output voltages at PCC should be changed and
the peak of PCC voltages should reach to the changed reference value within permissible
time limits. This is shown in Fig.5.21, as Vsdref changed to a peak of 525 V, the output
voltages of the DER at PCC reached to a peak value of 525 V within approximately 0.06
sec. It indicates that the designed controller is working efficiently.
Fig.5.22 shows that, as Vsdref has been changed from a peak of 326 V to a peak of 525
V at 0.4 sec, the actual Vsd also changed to a new peak of 525 V, i.e., it exactly tracked
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Figure 5.22: [Vsdref and actual Vsd] and [Vsqref and actual Vsq]
the reference signal (Vsdref ). The frequency plot shown in Fig.5.23 also indicates that as
Vsdref changed, there is some disturbance in frequency but it is within tolerable limits of
± 0.5 Hz.
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Figure 5.23: Frequency response for a changed Vsdref
Above all cases prove that the designed controller for single DER unit in
islanded mode works satisfactory for all the conditions.
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5.4 Control of parallel connected two DER units in
islanded mode
The proposed control strategy for controlling of parallel connected DER units in islanded
mode is developed using MATLAB SIMULINK. As explained the control strategies in
Chapter 3, based on that the simulation results are carried out. The comments and
discussion on the output results are explained briefly. Results and discussions for the
parallel connected two DERs in islanded mode are described in the following manner:
1. based on the reactance values met between the feeding point (i.e. PCC) and the
load terminal point;
2. based on the droop coefficient values
For the sake of simplicity, the parameters of the DER unit-1 and 2 are taken same as
in above section. The extra parameters which are used to develop an entire control model
are given in Table 5.3. The compensators of the current control scheme have the transfer
function,
kd(s) = kq(s) =
0.2s+ 4.14
s
Table 5.3: System Parameters which are Considered for Two DERs Connected in Islanded
System
Parameter Value
Feeder impedance between PCC-1 to Load bus (0.5 + j0.314) Ω
Feeder impedance between PCC-2 to Load bus (1.0 + j0.628) Ω
Feeder impedance between Load bus to Load terminal (1.2 + j0.8999) Ω
Frequency Droop (P-f droop co-efficient (m)) for DER-1 0.0005 rad/sec/KW
Voltage Droop (Q-V droop co-efficient (n)) for DER-1 0.11225 V/KVAR
Frequency Droop (P-f droop co-efficient (m)) for DER-2 0.0005 rad/sec/KW
Voltage Droop (Q-V droop co-efficient (n)) for DER-2 0.11225 V/KVAR
Pref for DER-1 and DER-2 in P-f droop 1000 KW
Qref for DER-1 and DER-2 in Q-V droop 9 KVAR
fref for DER-1 and DER-2 in P-f droop 50 Hz
Vref for DER-1 and DER-2 in Q-V droop 230 Vrms
Two types of passive loads were used to evaluate the system performance under dif-
ferent loading conditions.
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Load 1: PR1= 40KW, PL1= 0.5 KVAR, PC1= 10 KVAR
Load 2: PR2= 30KW, PL1= 0 KVAR, PC1= 0 KVAR
5.4.1 Based on the reactance values met between the feeding
point (i.e. PCC) and the load terminal point
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Figure 5.24: Real and Reactive power shared by DER-1 and DER-2
Suppose, DER-1 and DER-2 are connected with PCC-1 and PCC-2 respectively and
they are feeding loads through a load bus-1. Here the droop coefficients are taken same
for both the DERs to get the clear idea about the dependency of the sources on the
reactance value, which faces between the feeding point and the load point, for sharing of
the powers.
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Figure 5.25: Frequency at PCC-1 and PCC-2
As we know, P1
P2
= X2
X1
. From Fig.5.24 it is clear that the power sharing by the two
DERs depend on the reactance presents between the source and the load. Here DER-1
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shares more power compare to the DER-2, as it is clear from Table 5.3 that the reactance
having a more value between DER-2 and load terminals compare to the reactance value
between DER-1 and load terminals. Fig.5.24 shows that, the real power delivered by
the DER-1 is approximately double than DER-2, as the reactance between the DER-1
and load terminal having a half value compares to the reactance between the DER-2 and
load terminal. Further to show the proper co-ordination of the droop controller, we have
stepped up the load-1 at 0.3 sec by the amount of load-2. It is clear from the Fig.5.24
is that the stepped up in real power delivered by the DER-1 is approximately double
than DER-2. In other words Fig.5.24 also reveals that as load increased the real and
reactive power shared by the DERs are also got changed according to the reactance value
seen between the DER terminals to the load terminals. Hence, we may say the designed
droop controller work effectively. Fig.5.25 presented to show the frequency response of
the DER-1 and DER-2 at PCC-1 and PCC-2 respectively and it also reveals that both
DERs generate the same frequency. At start, because of transient state there is a little
disturbance in frequency but it is within acceptable limits. Above discussed points in-
dicate the beauty of the droop controller to share the powers among parallel connected
DERs such that they should maintain the system stability. Therefore, the designed droop
controller which is explained in Chapter 3 is giving desired performance.
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Figure 5.26: Phase voltages at PCC-1, PCC-2 and Load terminals
The accuracy of voltage and current controllers confirm from the Fig.5.26 and for
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Figure 5.27: Zoomed view of phase voltages at PCC-1, PCC-2 and Load terminals
getting more clarity, its zoomed version is shown in Fig.5.27. It indicates the voltages at
PCC-1 and PCC-2 are at constant peak of 326 V. To check the ability of the designed
controllers for maintaining the constant voltages at PCC, the load is stepped up by adding
load-2 along with load-1 at 0.4 sec. Fig.5.26 indicates, as load stepped up the load terminal
voltages got reduced but the PCC voltages are maintained at peak value of 326 V. In all,
shows that the designed droop controller, inner current loop controller and outer voltage
loop controller are working effectively and efficiently.
5.4.2 Based on droop coefficient values
The extra parameters rather than taken in Section 1 are given in Table 5.4.
As we know, P1
P2
= m2
m1
. It is obvious from this equation, the DER having a large value
of the droop coefficient, it will share less amount of power compared to the others. Here
DER-2 has a larger value of droop coefficient compared to the DER-1. Therefore DER-2
will share less amount of power compared to the DER-1, which is also clear from the
Fig.5.28. From Fig.5.28 it is also clear that as load is stepped up at 0.3 seconds, the real
power shared by each DER also increases in proportion to their droop values. In addition
of this, as load dropped at 0.6 seconds, the power shared by DERs are also reduced in
same proportion to their droop values. Here at 0.3 seconds load-2 were added to load-1
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Table 5.4: System Parameters which are considered for Two DERs Connected in Islanded
System- Based on Droop Coefficient Values
Parameter Value
Feeder impedance between PCC-1 to Load bus (0.5 + j0.314) Ω
Feeder impedance between PCC-2 to Load bus (0.5 + j0.314) Ω
Feeder impedance between Load bus to Load terminal (1.2 + j0.8999) Ω
Frequency Droop (P-f droop co-efficient (m1)) for DER-1 0.00012 rad/sec/KW
Voltage Droop (Q-V droop co-efficient (n1))) for DER-1 0.11225 V/KVAR
Frequency Droop (P-f droop co-efficient (m2))) for DER-2 0.0002 rad/sec/KW
Voltage Droop (Q-V droop co-efficient (n2))) for DER-2 2.1 V/KVAR
Pref for DER-1 in P-f droop 820 KW
Pref for DER-2 in P-f droop 500 KW
Qref for DER-1 in Q-V droop 9 KVAR
Qref for DER-2 in Q-V droop 1.6 KVAR
fref for DER-1 and DER-2 in P-f droop 50 Hz
Vref for DER-1 and DER-2 in Q-V droop 230 Vrms
and at 0.6 seconds again load-2 was removed to show the droop controllers effectiveness.
Fig.5.29 is presented to show the frequency are also maintained at same level. Here at
0.3 and 0.6 seconds, where loads are getting changed, the frequency are slightly disturbed
but it is within its permissible zones of ± 0.5 Hz.
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Figure 5.28: Real and Reactive power shared by DER-1 and DER-2 depends on droop
setting
Fig.5.30 indicates the accuracy of inner current loop controller and outer voltage loop
controller, in spite of the load changes at 0.3 sec, the PCC-1 and PCC-2 voltages are main-
tained at their constant level while the terminal voltages at load terminals get reduced.
This indicates that our designed controllers are working properly.
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Figure 5.29: Frequency at PCC-1 and PCC-2
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Figure 5.30: Phase voltages at PCC-1, 2 and load terminals for different droop setting
Above discussion with necessary simulation results proves that the designed controllers
are working properly.
5.5 Islanded Mode of the Entire Grid
To verify the stability of the presented seven buses, eight lines microgrid as in Chapter
3, simulation study is carried out on MATLAB SIMULINK. Here, for simplicity we have
assumed that all the DERs having an output voltages of 1200 Vdc. Moreover if the DERs
do not able to generate output voltages of 1200 Vdc, the designed DC-DC closed loop
boost converter with PI controller would maintain it. The system parameters considered
for the entire microgrid network are mentioned in the Table 5.5.
At this point, observation of the stability for the entire network of the microgrid is
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Table 5.5: System Parameters which are Considered for the Entire Microgrid in Islanded
Mode
Parameter Value
Line impedance between DG-1 and Bus-1 (0.5 + j0.314) Ω
Line impedance between DG-2 and Bus-2 (0.5 + j0.314) Ω
Line impedance between DG-6 and Bus-2 (1.0 + j0.628) Ω
Line impedance between DG-3 and Bus-3 (0.5 + j0.314) Ω
Line impedance between DG-4 and Bus-4 (0.5 + j0.314) Ω
Line impedance between DG-7 and Bus-4 (0.5 + j0.314) Ω
Line impedance between DG-5 and Bus-5 (0.25 + j0.157) Ω
Feeder impedance between Bus-1 and Bus-2 (1.0 + j0.5997) Ω
Feeder impedance between Bus-2 and Bus-3 (1.2 + j0.8999) Ω
Feeder impedance between Bus-3 and Bus-6 (1.8 + j1.1999) Ω
Feeder impedance between Bus-5 and Bus-6 (1.0 + j0.5999) Ω
Feeder impedance between Bus-4 and Bus-5 (1.2 + j0.9313) Ω
Feeder impedance between Bus-4 and Bus-7 (1.5 + j0.9999) Ω
Feeder impedance between Bus-1 and Bus-7 (1.5 + j0.9999) Ω
Feeder impedance between Bus-3 and Bus-4 (3.6 + j2.3979) Ω
Load at Bus-3 PR= 20 KW
Load at Bus-6 PR= 30 KW, PL= 0.1 KVAR,
PC= 10 KVAR
Load-1 and Load-2 at Bus-7 PR1= 40 KW, PL1= 0.5 KVAR,
PC1= 10 KVAR and PR2= 30 KW
P-f droop co-efficient (m) for all DERs 0.0005 rad/sec/KW
Q-V droop co-efficient (n) for all DERs 0.11225 V/KVAR
Pref for all DERs in P-f droop 1000 KW
Qref for all DERs in Q-V droop 9 KVAR
fref for all DERs in P-f droop 50 Hz
Vref for all DERs in Q-V droop 230 Vrms
the main concern. Here stability means plug and play operation is possible without any
kind of disturbances in the system, i.e., after removing or introducing a certain amount
of loads or microsources, system should not got collapsed. For the sake of simplicity,
the droop coefficient values are taken same for all the DERs as we did in above section.
Practically, the droop settings are different for each source but here we are considering
the power sharing by the each source depends on the reactance seen between its terminals
to the feeding point. Thus, for the sake of convenience if we take the droop coefficient
values same for all the sources as discussed in above section, it does not create much
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difference with the system performance, so our consideration is also valid to study the
islanded mode of the entire microgrid.
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Figure 5.31: Phase voltages at terminals of DG-1 to DG-7 in the islanded microgrid
network
To maintain the stability of the system, the terminal voltage and frequency values of
each source should be retained at constant value. Fig.5.31 indicates the terminal voltages
of all DERs at their respective PCCs are maintained at their reference values, which are
given by the droop controllers. From Fig.5.33 it is clear that the frequency at each PCC
are also preserved at constant value. So stability of the system may be well-maintained
and system is not going to be collapsed even by sudden application or removal of large
loads. This statement also proves from the drawn simulation results as shown in Fig.5.31
and Fig.5.32, as at 0.3 sec 30 KW loads are applied at bus-7, so voltages at load buses
are changed but the PCC voltages are sustained at their constant value. As shown in
Fig.4.20 of Chapter 4, DG-2 and DG-6 are connected in parallel at bus-2 and DG-4 and
DG-7 are also connected in parallel at bus-4. From the drawn simulation results as shown
in Fig.5.31, it is clear that the voltage waveforms at bus-2 and bus-4 are purely sinusoidal
having a magnitude of 230 Vrms and 50 Hz frequency. It indicates that the system had
maintained its stability and parallel operation of multi sources at one bus is also possible.
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This shows the beauty of the designed voltage- current controller for islanded mode of
operation of the entire microgrid.
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Figure 5.32: Load voltages at Bus-3, Bus-6 and Bus-7 in the islanded microgrid network
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Figure 5.33: Frequency at terminals of DG-1 to DG-7 in the microgrid network
Fig.5.34 are presented to show the ability of the sources to share the real powers
according to their ratings. Fig.5.34 shows that the load sharing by all the DERs were very
efficiently, hence system would maintain its stability. For maintaining the grid stability
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Figure 5.34: Real power dispatched by all DGs in the microgrid network
in islanded microgrid, the primary goal of the controllers is that, each microsource should
maintain their terminal voltages and frequency at constant level and all the local loads
need to be supplied without exceeding source ratings. Fig.5.35 is presented to show the
THDs level of all DGs and all are within permissible limits according to the standards.
From the drawn simulation results it is clear that the designed droop controllers, VSI
based voltage and current controllers are working very effectively and efficiently. Hence,
the system well- preserved its stability.
5.6 Control of Single DER Unit in Grid-Connected
Mode
The proposed control strategy for control of single DER unit in grid connected mode is
developed using MATLAB SIMULINK. As explained the control strategy in Chapter 4,
based on that simulation results are carried out. The comments and discussions on the
output results are explained in brief. The system parameters considered for simulation
are given in Table 6 below.
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Figure 5.35: FFT analysis for THDs of all DGs in the islanded microgrid network
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Table 5.6: System Parameters which are Considered for Single DER Unit in Grid-
Connected Mode
Parameter Value
Nominal Grid voltage 400 Vrms
Grid frequency 50 Hz
Coupling impedance (0.01 + j0.0)Ω
DC bus voltage 1200 V
Filter Inductor (L) 0.1 mH
Filter capacitor (C) 2.5 mF
Filter Resistor (R) 2.07 mΩ
Switching Frequency 1.8 KHZ
d-axis current loop controller (Kd(s)) proportional gain (Kp) 0.2
d-axis current loop controller (Kd(s)) integral gain (Ki) 4.14
q-axis current loop controller (Kq(s)) proportional gain (Kp) 0.2
q-axis current loop controller (Kq(s)) integral gain (Ki) 4.14
Results and discussions on the grid connected system are described in the following
manner.
• Control of active power and reactive power for a given fixed reference value.
• Sharing of active and reactive power for a different reference values.
5.6.1 Control of active and reactive powers for a given fixed
reference value
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Figure 5.36: Control of active and reactive powers for a given fixed reference value
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Figure 5.37: Load voltages, grid injected current and load currents as load Stepped up at
0.15 second and again step down at 0.25 second
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Figure 5.38: Zoomed view of load voltages, grid injected current, load currents as load
stepped up at 0.15 second and again step down at 0.25 second
Fig.5.36 shows the sharing of active and reactive powers between the inverter and the
grid according to the specified values of the controller. The fixed load gets switched to
another higher value but the injection of active and reactive are same as the reference
values to the controllers. As shown in Fig.5.36 Psref is set to supply 3000 KW and Qsref
is set to supply 100 KVAR, so it is clearly visible that inverter supply the same amount
of power to the grid, even if, after 0.15 seconds load is stepped up and again after 0.25
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seconds load is dropped but inverter keeps on supplying the same amount of power.
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Figure 5.39: Frequency at PCC as load stepped up at 0.15 second and again step down
at 0.25 second
As per Fig.5.37 and Fig.5.39 we can observe that, as VSI is connected to the utility
grid, the voltages, frequency and the current injected by the DERs at PCC are not affected
by the change in the load. So, they remain at constant values but the load currents go
up as load changed to the higher values. Graphs are shown for the values P1= 1000 KW
and Q1= 50 KVAR stepped up to P2= 1500 KW and Q2= 51 KVAR. For getting more
clarity of the above said zoomed view of Fig.37 is shown in Fig.5.38.
5.6.2 Sharing of active and reactive powers for a different ref-
erence values
Fig.5.40 shows the injected active and reactive powers from the source to the utility grid
according to the specified values to the controller. The main aim of the grid connected
controller is to share proper amount of the active and reactive powers to the utility grid.
As we have seen in the previous section, the values of the load is predefined so that we can
fix our reference values for the active and reactive powers to the controllers, which is not
there in practical case. The active power controller reference (Psref ) is set to 3000 KW
and reactive power controller value (Qsref ) is set to 100 KVAR up to 0.2 seconds after
0.2 seconds, the value of (Psref ) got changed to 4000 KW up to 0.4 sec, finally after 0.4
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sec, the value of (Psref ) got changed to 6000 KW. The results are shown in Fig.5.40. It
shows that controllers are working properly for the given reference values of the active and
reactive powers. In other words, the outputs of the inverter, Ps and Qs, are exactly track
the controller reference inputs Psref and Qsref . Fig.5.41 indicates as the (Psref ) changes
there is a little distortion in a frequency but it is within permissible range of ±0.5Hz.
Finally, Fig.42 shows that the THD level for voltages at PCC and currents injected by
the DG into the utility grid. It shows that both are within acceptable limits. These types
of controllers have some limitations such as forecasting of network load is important for
proper load sharing among the sources and the utility grid. As a result, the stability of
the system should be maintained, which has already been explained in Chapter 3.
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Figure 5.40: Reference active power switched at 0.2 and 0.4 seconds
5.6.3 Control of two DER units in grid-connected mode
As we know, the parallel operation of the DERs enhances the system performance, sta-
bility and so on. Here, parallel operation of the DERs is not as much important as in
islanded mode, because the DER can inject only that much amount of power which is
given to its controller as a reference set points for real and reactive power flow. So, for
this mode of operation the main concern is whether the parallel connected DERs would
able to maintain the system stability or not, by proper sharing of the real and reactive
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Figure 5.41: Frequency plot for change in reference active power
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Figure 5.42: Voltage and current THDs for single grid connected DER unit
powers. In grid connected mode no need for bothering about the amount of power sharing
by each DER, because the amount of power sharing is decided by the set reference point
to the controller. The simulation results are drawn and shown in Fig.5.43. It shows that
system maintaining its stability for multisource connected in parallel and feeding to the
grid.
Here, DER-1 is set to generate Psref1= 4.5 MW and Qsref1= 100 KVAR and DER-2
is set to generate Psref2= 3 MW and Qsref2= 300 KVAR. As shown in Fig.5.45, the real
power reference set points for both the DERs are changed at 0.35 seconds. The reference
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Figure 5.43: Real power shared by two DERs in grid connected mode
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Figure 5.44: Frequency plot for two DERs in grid connected mode
set point for the DER-1 is change to Psref= 3 MW and for DER-2 is changed to Psref=
4.5 MW. The drawn simulation result shows that the designed controller works correctly
as an actual output of the DER is exactly track to the reference set point. It is also clear
from the Fig.5.45 is that the load of P1= 6 MW and Q1= 250 KVAR is changed to a load
of P2= 7 MW and Q2= 750 KVAR at 0.35 seconds. Although the load changes at 0.35
and 0.45 seconds, Psref1 and Psref2 are not changed, it shows the beauty of the designed
controller.
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Figure 5.45: Real power shared by two DERs for changing in reference active power at
0.35 seconds
5.6.4 Control of grid-connected microgrid
To verify the stability of the presented seven buses, eight lines grid connected microgrid
as in Chapter 3, simulation study is carried out on MATLAB SIMULINK. The system
parameters such as line impedances, DC bus voltages, switching frequency, filter param-
eters, load values and so on, are taken same as in islanded grid and the value for current
controller are taken same as mentioned in Table 6. The remaining parameters are given
in Table 7.
In grid connected mode of operation the primary condition for the stability of the
grid network is, the proper sharing of the real and reactive powers between the utility
grid and microgrid. So, the central controller has to give the correct reference power set
points to all microsources. Hence, for doing this task, proper forecasting of the load is
required. To follow this, real power reference is given to each microsource as shown in
Table 7. Fig.5.46 proves that, the real power dispatched by all DGs are according to their
reference set points to the respective controller of DGs.
Fig.5.47 and Fig.5.48 show that the PCC voltages and frequencies are tightly regulated
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Table 5.7: System Parameters which are Considered in Grid-Connected System
Parameter Value
Psref for DG-1 3.0 MW
Qsref for DG-1 100 KVAR
Psref for DG-2 2.0 MW
Qsref for DG-2 200 KVAR
Psref for DG-3 1.0 MW
Qsref for DG-3 50 KVAR
Psref for DG-4 6.0 MW
Qsref for DG-4 400 KVAR
Psref for DG-5 2.5 MW
Qsref for DG-5 150 KVAR
Psref for DG-6 4 MW
Qsref for DG-6 300 KVAR
Psref for DG-7 5 MW
Qsref for DG-7 400 KVAR
by the utility grid and all voltage waveforms having a shape of sinusoidal nature with a
50 Hz frequency. It also proves that the system maintains its stability, i.e., it does not
get collapsed. Fig.5.49 is presented to show the THDs level of all DGs and all are within
permissible limits according to the standards [except DG-7, but it is not difficult to reduce
it within allowable range]. The above discussion and drawn simulation results prove that
the designed controllers for real and reactive power flow, VSI based current controller
works efficiently and maintain the stability of the entire microgrid in the grid connected
mode of operation.
5.7 Switching from Islanded to Grid-Connected Mode
and Vice Versa
As we have discussed in Section 4.3 of Chapter 4, according to the system requirement
central controller (CC) gives command to the islanded mode controllers (IMC) or to the
grid-connected mode controllers (GMC) to operate microgrid in islanded mode or grid
connected mode respectively.
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Figure 5.46: Real power shared by all DGs connected in grid connected mode of the entire
microgrid
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Figure 5.47: Phase voltages at terminals of all DGs in grid connected mode of the entire
microgrid
The most challenging task in microgrid is to switch it from one operating mode to
other operating mode. The entire seven buses and eight lines microgrid network is simu-
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Figure 5.48: Frequency at each PCC in grid connected mode of the entire microgrid
lated on MATLAB/SIMULINK and results are drawn. All the parameter values are same
as taken in islanded and grid connected networks.
Fig.5.50 indicates when the microgrid is switched from the islanded to grid connected
mode at 0.2 sec, there was a small disturbance occurred for a duration of less than few
milliseconds. To get more clarity in the waveforms at switching instant its zoomed view at
switching instant of 0.2 seconds is presented in Fig.5.51. Fig.5.52 shows the zoomed view
of DG-1 terminal voltages at switching instant of 0.2 seconds. So based on this context,
we may say that the switching from islanded to grid connected mode is achieved without
any kind of disturbances. Fig.5.53 shows the frequencies are well- within acceptable limits
at all PCCs and Fig.5.54 shows the real power dispatched by all microsources. Simulation
results proves that the designed controllers are working satisfactory for islanded to grid
connected mode of operation of the entire microgrid network.
Fig.5.55 indicates when the microgrid is switched from the grid connected to islanded
mode, a sharp impulsive transient has occurred. Its zoomed view is shown in Fig.5.56. It
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Figure 5.49: FFT analysis for THDs of all DGs in the grid connected mode of microgrid
network
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Figure 5.50: Phase voltages at PCCs while switching from islanded to grid connected
mode of microgrid at 0.2 seconds
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a1
,V
b1
,V
c1
Zoomed view of voltages at DER terminals
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a2
,V
b2
,V
c2
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a6
,V
b6
,V
c6
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a3
,V
b3
,V
c3
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a4
,V
b4
,V
c4
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
V
a7
,V
b7
,V
c7
0.15 0.16 0.17 0.18 0.19 0.2 0.21 0.22 0.23 0.24 0.25
−500
0
500
Time
V
a5
,V
b5
,V
c5
Switched from islanded to grid connected mode of operation
 DER−1 Volt 
at Bus−1
DER−2 Volt 
at Bus−2
DER−6 volt 
at Bus−2
DER−3 volt 
at Bus−3
DER−4 volt 
at Bus−4
DER−7 volt
 at Bus−4
DER−5 volt 
at Bus−5
Figure 5.51: Zoomed view of phase voltages at PCCs while switching from islanded to
grid connected mode of microgrid at 0.2 seconds
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Figure 5.52: Zoomed view of phase voltages of DG-1 terminals during switching from
islanded to grid connected mode at 0.2 seconds
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Figure 5.53: Frequencies of all DGs
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Figure 5.54: Real power dispatched by all DGs during mode changing from islanded to
grid connected mode
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Figure 5.55: Phase voltages at PCCs while switching from grid connected to islanded
mode of microgrid at 0.1 seconds
may damage the PEIs, controllers and sensitive loads. So, we need to take care against
this problem. During switching instant, the waveforms are distorted but the time duration
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Figure 5.56: Zoomed view of phase voltages of DG-5 terminals during switching of islanded
to grid connected mode at 0.1 seconds
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Figure 5.57: Frequencies of all DGs
of distortion are less than 0.06 seconds, hence according to standards if time duration less
than 3 cycles, loads are not going to be affected by it. Therefore we may say our designed
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Figure 5.58: Real power dispatched by all DGs during mode changing from grid connected
to islanded mode
controller achieved good task. To mitigate a sharp impulsive transients at switching in-
stant, a proper control scheme need to be developed for synchronization of the microgrid
with the utility grid.
Fig.5.58 shows the frequencies are well- within acceptable limits at all PCCs and
Fig.5.59 indicates the real power dispatched by all DGs.
5.8 Summary
Drawn simulation results for closed loop DC-DC converter with PI controller, shows that
it full-fills our requirements in all conditions. Further, our designed LC filter works nicely
and reduced harmonics in output voltages much within IEEE specifications for harmonic
order. Simulation results of microgrid in islanded or grid connected mode of operation
shows the designed controller for single, multi DER units and entire microgrid are working
well-effectively and efficiently.
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Chapter 6
Conclusions and Future Scope of
Research
In this chapter, the general conclusion of the thesis is drawn and the further scope of
research is discussed. The conclusions are based on the work carried out and reported in
the earlier chapters.
6.1 Conclusions:
The present thesis attempts to investigate the issues involved in the renewable driven
microgrids. A microgrid can be operated either in islanded or in grid-connected mode.
The primary concern with required to the islanded-mode operation of a microgrid is the
implementation of proper control strategy which will regulate voltage and frequency and
keep these values within acceptable limits. The line frequency and voltage fluctuations
depend on the frequency of occurrence and magnitude of load fluctuations. The load fluc-
tuation will cause voltage and frequency fluctuation and sometimes it may throw them
beyond their permissible ranges. Similarly, in the grid-connected mode of operation, the
main aim is to implement the proper control strategy which will regulate the active and
reactive power exchange with the utility grid. It is necessary to develop suitable methods
for controlling active and reactive power flows so as to ensure stable microgrid operation
in the grid-connected mode. For all above mentioned reasons, this study was intended
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in the development of the control strategies for both the modes of operation of a microgrid.
The thesis presents modeling and control strategies for islanded and grid connected single
unit of DER, multi units of DER and the entire microgrid. In this context, dq- reference
frame based droop controller along with VSI based voltage and current controller are de-
signed. Moreover, integration of feed forward and ratio control techniques with feedback
loop control could potentially contribute to the improvements in the control tasks. The
focal control task in islanded mode of operation is that the voltage and frequency values
at PCC should stay within permissible limits. However, in the grid connected mode of
operation, there would be a good control over the sharing of active and reactive powers
to the utility grid is the main concern. Apart from that, for a grid connected VSI, the
voltages and frequency are controlled by the utility grid. So, the challenge is that the
grid-injected currents should not be distorted while sharing the real and reactive powers
as per the given reference set points to the controller. In other words, DERs should not
inject the current having THDs greater than 5 % and the current and voltage waveforms
should be sinusoidal with 50 Hz frequency at PCC. It is clear from the results obtained
that the designed controller works effectively and efficiently for both modes of operation.
A detailed analysis shows that this approach has a superior behavior compared to existing
ABC- reference frame based control. Further, it is observed that, while switching from
islanded mode to grid-connected of single DER unit, the swell phenomenon is produced
for the time duration of 0.4 seconds, but it is within the acceptable limits as suggested
in the IEEE 519 standard. Finally, it is investigated that, while switching from islanded
mode to grid-connected mode for the entire microgrid, a small disturbance is produced
for a few milliseconds, but it is much within acceptable limits according to the IEEE 519
standard.
6.2 Future Scope of Research:
In the present work, unbalance and harmonics effects have not been considered. If un-
balance and harmonics effects are taken into consideration then we have to redesign the
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control structure and filter components. In the unbalanced system, neutral current can
not be assumed to be zero. Hence, we have to follow the symmetrical components ap-
proach for the analysis of an unbalanced system, which leads us to design three controllers
(+ve, -ve and zero sequence) per phase. Moreover, in order to set the active and reactive
power references of the controllers in the grid-connected mode of operation, it is required
to schedule base-case operation of the microgrid, which is still to be addressed. Apart
from that, it is also clear that, during switching from grid connected to islanded mode of
operation, a sharp impulsive transient dose occur, which may damage the sensitive loads,
controllers or PEIs. As such a proper control scheme for synchronization of the microgrid
with the utility grid is to be developed to mitigate the particular problem.
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